IZOMAKS CLASSIC

SR FROPERTIES UNIT WALUE TEST METHOD
1  Softening point °“c 158 ASTM D36
2z Penetration dmm 15-20 ASTM D &
3 Cold Flexikility e 2t0-5 ASTM D 5147
4 Heal Resistancs [@12«:}"1: far 2h; 15 min) Pass Mo flow ASTM D 5147
§ Tensile strength @23+ 2°C
Longitudinal M/S cm 850 ASTM D 5147
Trangversal &0
B  Elongation @23 + 2 B Yo ASTM D 5147
Longitudinal 45
Transversal 50
7  Lap joint Strangih WIS cm ASTM D 5147
Longitudinal &50
Transvarsal GOD
8  Tear Strength N ASTM D5147
Longitudinal 500
Transversal 430
9  Punclure Resistance ¢ a0 ASTME 154
Shatic L3 UEAL: 5.1,9
Dynamic 13 UEAL: 4.4.1
10 Dimenzional Stability %
Longitudinal > 0.8 ASTM D 5147
Transwersal = 06
11 Resistance to Aging (aller 2000 hes) Na deterloration ASTM D 47099
12 Water Absorption (@ 26°C 24 hrs) % < ASTM D 5147
13 Water Vapour Transmission, plEndidenm <[5 ASTM E 96
14 Resisiance o leakage al joints pass VEAID

NOTE : THE ABOVE SHOWN TECHNICAL DATA ARE RESULTS OBTAINED IN LABDRATORY AND EXTRA
DETAILS CAN BE PROVIDED UPON REQUEST. IN ACCORDANCE TO ASTM AND LUEAI: STANDARDS
RESULTS ARE SUBJECTED TO A VARIATION OF 20 % .
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