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Worldwide leader in light and sustainable construction, Saint-Gobain designs, 
manufactures and distributes materials and services for the construction and industrial 
markets. Its integrated solutions for the renovation of public and private buildings, light 
construction and the decarbonization of construction and industry are developed through 
a continuous innovation process and provide sustainability and performance. The Group’s 
commitment is guided by its purpose, “MAKING THE WORLD A BETTER HOME”. 
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Izomaks as Part of Saint-Gobain Group is a Saudi-based company established in 
Riyadh in 2012. Situated in Riyadh and Al Kharj, our factories serve as the hub for 
manufacturing and distributing bituminous waterproofing membranes to customers 
across Saudi Arabia, GCC region, Middle East and Africa.

At Izomaks, we prioritize innovation and quality assurance. Our dedicated team of 
experts operates in state-of-the-art facilities, conducting rigorous testing to ensure 
our products meet international standards such as ASTM, FM, UL, and EN.

In addition to our wide range of standardized products, we o�er tailored solutions 
for specific projects and applications, catering to the unique needs of our 
customers. Our commitment extends beyond product delivery; we provide 
comprehensive support to ensure our customers success.

OUR VISION
To be leader in the development, production, 
and distribution across Middle East of:
• Bituminous membranes (APP, SBS, 

Self-adhesive)
• Bituminous protection boards.
• Bituminous coatings and primers.

IZOMAKS MISSION
We are committed to surpassing our quality 
standards throughout every stage of our 
operations, from manufacturing to delivery, 
distribution, and after-sales service. Our aim 
is to provide customers with 
next-generation solutions and unparalleled 
support, o�ering a competitive edge in the 
market.

We adhere strictly to high-quality 
manufacturing standards, ensuring that our 
products are of the utmost quality and 
performance. Continuous research and 
development are integral to our mission, 
allowing us to innovate and deliver new 
products tailored to the evolving needs and 
requirements of our customers.

IZOMAKS VALUES
We uphold integrity and respect in all our 
interactions with clients, suppliers, 
colleagues, and the broader building 
industry community.

Our commitment to excellence, driving us 
to strive for the highest standards in every 
aspect of our operations.

Furthermore, we are dedicated to 
sustainable development, ensuring that 
our activities and growth initiatives are 
conducted with mindfulness toward 
minimizing our environmental impact. We 
prioritize initiatives aimed at reducing 
harm to the environment and promoting 
sustainability for the benefit of future 
generations.



IZOVIA
Torch applied APP modified bituminous membrane reinforced 
with non-woven polyester mat.

GENERAL DESCRIPTION
IZOVIA is a high performance multi-ply pre-fabricated 
torch applied APP modified bituminous membrane, 
reinforced with non-woven polyester and top surface 
finished with polyethylene film, or fine sand, or  UV 
protected with mineral stone or aluminium foil.
Izomaks waterproofing compound is formulated by 
Blended with selective grade of bitumen modified 
with attactic polypropylene (APP) polymers that 
provide an Elasto-plastomeric property, when 
combined with its polyester reinforcement, it 
confers good tensile strength, elongation and 
tear resistance. It has excellent dimensional 
stability and moderate to low cold flexibility. 

APPLICATION AREAS
IZOVIA is ideal for different types of waterproofing 
areas, such as:
•	 Waterproofing and damp-proofing of backfilled 

foundations.
•	 Waterproofing of underground basements 

against permanent water submersion including 
pile capping and under raft foundations.

•	 Waterproofing of retaining walls.
•	 Waterproofing of flat roofs, balconies, terraces 

and wet areas.
•	 For exposed roofs it is recommended to use 

2 layers, the second one being protected 
with Mineral stone or Aluminum foil. 

FEATURES
•	 Torch applied quick melt easy to use.
•	 High performance even in cold weather.
•	 High tensile, elongation and tear strength.
•	 Excellent adhesion strength when use with 

PRIMER D-41
•	 High impact and puncture resistance.
•	 Resists attack from salt and alkalis.

QUALITY CONTROL
IZOMAKS INDUSTRIES L.L.C. Manufacturing facility 
is controlled by highly qualified technical team and 
certified QMS-ISO 9001:2015, HMS-ISO 45001:2018 
and EMS-ISO 14001:2015.

TOOLS REQUIRED
Gas torch, Gas cylinder, measuring tape, trowel, knife, 
marking string etc.

APPLICATION METHOD
SURFACE PREPARATION
All surface imperfections and protrusions are to be 

removed and repaired. Final surface must be clean, 
dry, free from dust, oil and grease, laitance or other 
contaminations. The surface should be sound with no 
cracks and loose particles. 

SURFACE PRIMING
The entire surface must be primed by solvent based 
bituminous primer in compliance with ASTM D-41 
(PRIMER D-41)

APPLICATION LIMITATION
•	 Use smooth and flat safety shoes and other 

required safety tools.
•	 Do not install on moist surfaces and rainy weather.
•	 Avoid overheating.
•	 Avoid stepping / walking over hot applied 

membrane.

INSTALLATION METHOD
IZOVIA is recommended to be installed in multi layers.
•	 Unroll IZOVIA membrane in a straight line 

ensuring side laps of minimum 10cm and end laps 
of 15cm, then re-roll keeping rolls aligned.

•	 Make sure that the heat will melt only the PE films 
and asphalt compound is sufficiently softened.

•	 Ensure that melted bitumen is clearly overflowing 
the side and end lap.

•	 The entire corners, pipes, beams and columns 
section should be waterproofed by cut and fit 
methods prior to the installation of the general 
surface.

•	 The mineral surfaces should be used for exposed 
areas either horizontal or vertical surfaces.

PACKAGING
IZOVIA is manufactured under standard size  and rolls 
are palletized and covered with a shrink-wrapped.

STORAGE AND HANDLING
•	 Keep the material in dry, cool ventilated and 

shaded areas for not more than 12 months.
•	 Do not store exposed in the sun or humid areas.
•	 Do not store pallet above the pallets.

AVAILABLE SIZES
Thickness ± 0.2mm Size ± 1%
3 and 4mm 1x10meters

5mm 1x8meters

APPLICABLE STANDARD
ASTM D 6222
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TECHNICAL CHARACTERISTICS
Properties Typical values Tolerance Test method
Reinforcement 200g/m2 250g/m2 ASTM D 5147

Cold flexibility -2 to -5°C -2 to -5°C ASTM D 5147

Maximum tensile force
(23 ± 2°C) 
     Longitudinal
     Transversal

900N/5cm (18KN/m) 
700N/5cm (14KN/m)

1100N/5cm (22KN/m)
800N/5cm (16KN/m)

± 20%
± 20% 

UEAtc 2001
(ASTM D 5147)

Ultimate elongation
     Longitudinal
     Transversal

50%
50%

60% 
60%

± 15% 
± 15% 

ASTM D 5147/UEAtc 2001

Shear resistance of 
joints
     Longitudinal
     Transversal

850N/5cm 
600N/5cm

900N/5cm 
600N/5cm

± 20%
± 20% 

UEAtc 2001

Tear strength
     Longitudinal
     Transversal

600N 
450N

700N 
550N 

± 20%
± 20% 

ASTM D 4073

Softening point 150-160°C 150-160°C ASTM D36

Penetration (@25°C) 15-20dmm 15-20dmm ASTM D5

Compound stability No flowing, no drip-
ping at 121°C

No flowing, no drip-
ping at 121°C

ASTM D 5147

Puncture resistance
     To Static load
     To impact

L25
I10

L25
I10

UEAtc 2001
UEAtc 2001

Resistance to
puncture

1000N 1200N ± 10% ASTM E 154

Water absorption <3.2% <3.2% ASTM D 5147

Water absorption @ 
23±2°C at 24hrs 

<1% <1% ASTM D 5147
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IZOVIA
Torch applied APP modified bituminous membrane reinforced 
with non-woven polyester mat.

DISCLAIMER
While the company guarantees its products against 
defective materials, the use and application of these 
products are made without guarantee since the 
conditions of their application are beyond its control. 
It is recommended to verify with the company that 
the product is suitable for the intended use, and that 
this Data Sheet version is the latest one. The company 
may modify it without prior notice. Technical 
characteristics are listed for guidance only. For more 
information, please contact the company’s office in 
your location.

NOTE
The above shown technical data are results obtained 
in laboratory and extra data can be provided upon 
request. 
The information included on this Technical Data 
Sheet is the sole property of Saint-Gobain Middle 
East Holding SAL. The unauthorized disclosure, use, 
dissemination or copying (either whole or partial) 
of this data sheet or any information it contains, is 
prohibited and subject to legal pursuit.



IZOVIA II
Torch applied APP modified bituminous membrane double rein-
forced with non-woven Polyester Mat and Glass Fiber.

GENERAL DESCRIPTION
IZOVIA II is a high performance multi-ply pre-
fabricated torch applied APP modified bituminous 
membrane, double reinforced with non-woven 
polyester and Glass Fiber, top surface finished with 
polyethylene film or fine sand.
Izomaks waterproofing compound is formulated by 
Blended with selective grade of bitumen modified 
with attactic polypropylene (APP) polymers that 
provide an Elasto-plastomeric property, when 
combined with its reinforcement, it confers excellent 
tensile strength, elongation and tear resistance. It has 
excellent dimensional stability and moderate to low 
cold flexibility.

APPLICATION AREAS
IZOVIA II is ideal for specific types of waterproofing 
areas, such as:
•	 Waterproofing of bridge deck
•	 Waterproofing and damp-roofing  of backfilled 

foundations
•	 Waterproofing of underground basements 

against permanent water submersion including 
pile capping and under raft foundations.

•	 Waterproofing of retaining walls

FEATURES
•	 Torch applied quick melt easy to use.
•	 High performance even in cold weather.
•	 High tensile, elongation and tear strength.
•	 Excellent adhesion strength when used with 

PRIMER D-41
•	 High impact and puncture resistance.
•	 Resists attack from salt and alkalis.

QUALITY CONTROL
IZOMAKS INDUSTRIES L.L.C. Manufacturing facility 
is controlled highly qualified technical team and 
certified QMS-ISO 9001:2015, HMS-ISO 45001:2018 
and EMS-ISO 14001:2015.

TOOLS REQUIRED
Gas torch, Gas cylinder, measuring tape, trowel, knife, 
marking string etc.

APPLICATION METHOD
SURFACE PREPARATION
All surface imperfections and protrusions are to be 
removed and repaired. Final surface must be clean, 
dry, free from dust, oil and grease, laitance or other 

contaminations. The surface should be sound with no 
cracks and loose particles. 

SURFACE PRIMING
The entire surface must be primed by solvent based 
bituminous primer in compliance with ASTM D-41 
PRIMER D-41

APPLICATION LIMITATION
•	 Use smooth and flat safety shoes and other 

required safety tools.
•	 Do not install on moist surfaces and rainy weather.
•	 Avoid overheating.
•	 Avoid stepping / walking over hot applied 

membrane.

INSTALLATION METHOD
IZOVIA II is recommended to be installed in multi 
layers.
•	 Unroll IZOVIA II membrane in a straight line 

ensuring side laps of minimum 10cm and end laps 
of 15cm, then re-roll keeping rolls aligned.

•	 Make sure that the heat will melt only the PE films 
and asphalt compound is sufficiently softened.

•	 Ensure that melted bitumen is clearly overflowing 
the side and end lap.

•	 The entire corners, pipes, beams and columns 
section should be waterproofed by cut and fit 
methods prior to the installation of the general 
surface.

•	 The mineral surfaces should be used for exposed 
areas either horizontal or vertical surfaces.

PACKAGING
IZOVIA II is manufactured under standard size  and 
rolls are palletized and covered with a shrink-wrapped.

STORAGE AND HANDLING
•	 Keep the material in dry, cool ventilated and 

shaded areas for not more than 12 months.
•	 Do not store exposed in the sun or humid areas.
•	 Do not store pallet above the pallets.

AVAILABLE SIZES
Thickness ± 0.2mm Size ± 1%
4mm 1x10meters

5mm 1x8meters

APPLICABLE STANDARD 
ASTM D6223 
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TECHNICAL CHARACTERISTICS
Properties Typical values Tolerance Test method
Reinforcement 200g/m2 Polyester

60g/m2 Fiber Glass
ASTM D 5147

Cold flexibility -2 to -5°C ASTM D 5147

Maximum tensile force
(23 ± 2°C) 
     Longitudinal
     Transversal

1100N/5cm (22KN/m) 
700N/5cm (14KN/m)

± 20%
± 20% 

UEAtc 2001
(ASTM D 5147)

Ultimate elongation
     Longitudinal
     Transversal

50%
55%

± 15% 
± 15% 

ASTM D 5147/UEAtc 2001

Shear resistance of joints
     Longitudinal
     Transversal 1000N/5cm 

700N/5cm
± 20%
± 20% 

UEAtc 2001

Tear strength
     Longitudinal
     Transversal

700N 
500N

± 20%
± 20% 

ASTM D 4073

Softening point 150-160°C ASTM D36

Penetration (@25°C) 15-20dmm ASTM D5

Compound stability No flowing, no dripping 
at 121°C

ASTM D 5147

Puncture resistance
     To Static load
     To impact

L25
I10

UEAtc 2001
UEAtc 2001

Resistance to
puncture

1100N ± 10% ASTM E 154

Water absorption <3.2% ASTM D 5147

Water absorption @ 
23±2°C at 24hrs 

<1% ASTM D 5147
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IZOVIA II
Torch applied APP modified bituminous membrane double rein-
forced with non-woven Polyester Mat and Glass Fiber.

DISCLAIMER
While the company guarantees its products against 
defective materials, the use and application of these 
products are made without guarantee since the 
conditions of their application are beyond its control. 
It is recommended to verify with the company that 
the product is suitable for the intended use, and that 
this Data Sheet version is the latest one. The company 
may modify it without prior notice. Technical 
characteristics are listed for guidance only. For more 
information, please contact the company’s office in 
your location.

NOTE
The above shown technical data are results obtained 
in laboratory and extra data can be provided upon 
request. 
The information included on this Technical Data 
Sheet is the sole property of Saint-Gobain Middle 
East Holding SAL. The unauthorized disclosure, use, 
dissemination or copying (either whole or partial) 
of this data sheet or any information it contains, is 
prohibited and subject to legal pursuit. 



IZOGOLD-10
Torch applied SBS modified bituminous membrane
polyester reinforced

GENERAL DESCRIPTION
IZOGOLD-10 is a high performance multi-ply pre-
fabricated torch applied SBS modified bituminous 
membrane, reinforced with non-woven polyester 
and top surface finished with polyethylene film or 
fine sand, or UV protected with mineral stone or 
aluminium foil.
Izomaks waterproofing compound is formulated by 
Blended with selective grade of bitumen modified 
with styrene butadiene styrene (SBS) polymers that 
provide an Elastomeric property, when combined 
with its polyester reinforcement, it confers high tensile 
strength, elongation and tear resistance. It has excellent 
dimensional stability and low cold flexibility up to -10°C. 

APPLICATION AREAS
IZOGOLD-10 is ideal for different types of 
waterproofing areas, such as:
•	 Waterproofing and damp-roofing  of backfilled 

foundations
•	 Waterproofing of underground basements 

against permanent water submersion including 
pile capping and under raft foundations

•	 Waterproofing of retaining walls
•	 Waterproofing of flat roofs, balconies, terraces 

and wet areas.
•	 For exposed roofs it is recommended to use 

2 layers, the second one being protected with 
Mineral stone or Aluminum foil.

FEATURES
•	 Torch applied quick melt easy to use.
•	 High performance even in cold weather.
•	 High tensile, elongation and tear strength.
•	 Excellent adhesion strength when applied with 

PRIMER D41
•	 High impact and puncture resistance.
•	 Resists attack from salt and alkalis.

QUALITY CONTROL
IZOMAKS INDUSTRIES L.L.C. Manufacturing facility 
is controlled by highly qualified technical team and 
certified QMS-ISO 9001:2015, HMS-ISO 45001:2018 
and EMS-ISO 14001:2015.

TOOLS REQUIRED
Gas torch, Gas cylinder, measuring tape, trowel, knife, 
marking string etc.

APPLICATION METHOD
SURFACE PREPARATION
All surface imperfections and protrusions are to be 

removed and repaired. Final surface must be clean, 
dry, free from dust, oil and grease, laitance or other 
contaminations. The surface should be sound with no 
cracks and loose particles. 

SURFACE PRIMING
The entire surface must be primed by solvent based 
bituminous primer in compliance with ASTM D-41 
PRIMER D-41

APPLICATION LIMITATION
•	 Use smooth and flat safety shoes and other 

required safety tools.
•	 Do not install on moist surfaces and rainy weather.
•	 Avoid overheating.
•	 Avoid stepping / walking over hot applied 

membrane.

INSTALLATION METHOD
IZOGOLD-10 is recommended to be installed in multi 
layers.
•	 Unroll IZOGOLD-10 membrane in a straight line 

ensuring side laps of minimum 10cm and end laps 
of 15cm, then re-roll keeping rolls aligned.

•	 Make sure that the heat will melt only the PE films 
and asphalt compound is sufficiently softened.

•	 Ensure that melted bitumen is clearly overflowing 
the side and end lap.

•	 The entire corners, pipes, beams and columns 
section should be waterproofed by cut and fit 
methods prior to the installation of the general 
surface.

•	 The mineral surfaces should be used for exposed 
areas either horizontal or vertical surfaces.

PACKAGING
IZOGOLD-10 is manufactured under standard size  
and rolls are palletized and covered with a shrink-
wrapped.

STORAGE AND HANDLING
•	 Keep the material in dry, cool ventilated and 

shaded areas for not more than 12 months.
•	 Do not store exposed in the sun or humid areas.
•	 Do not store pallet above the pallets.

AVAILABLE SIZES
Thickness ± 0.2mm Size ± 1%
3 and 4mm 1x10meters

5mm 1x8meters
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TECHNICAL CHARACTERISTICS
Properties Typical values Tolerance Test method
Reinforcement 180g/m2 200g/m2 250g/m2 ASTM D 5147

Cold flexibility -10°C -10°C -10°C ± 20% ASTM D 5147

Maximum tensile force
(23 ± 2°C) 
     Longitudinal
     Transversal

800N/5cm 
(16KN/m)
600N/5cm 
(12KN/m)

900N/5cm 
(18KN/m) 
700N/5cm 
(14KN/m)

1100N/5cm 
(22KN/m)
800N/5cm 
(16KN/m)

± 20%

± 20% 

UEAtc 2001
(ASTM D 5147)

Ultimate elongation
     Longitudinal
     Transversal

50% 
50%

50%
50%

60% 
60%

± 15% 
± 15% 

ASTM D 5147/
UEAtc 2001

Shear resistance of 
joints
     Longitudinal
     Transversal

750N/5cm 
550N/5cm

850N/5cm 
600N/5cm

900N/5cm 
600N/5cm

± 20%
± 20% 

UEAtc 2001

Tear strength
     Longitudinal
     Transversal

500N 
400N 

600N 
450N

700N 
550N 

± 20%
± 20% 

ASTM D 4073

Softening point 130-140°C 130-140°C 130-140°C ASTM D36

Penetration (@25°C) 20-30dmm 20-30dmm 20-30dmm ASTM D5

Compound stability No flowing, no 
dripping at 110°C

No flowing, no 
dripping at 110°C

No flowing, no 
dripping at 110°C

ASTM D 5147

Puncture resistance
     To Static load
     To impact

L20
I15

L25
I10

L25
I10

UEAtc 2001
UEAtc 2001

Resistance to
puncture

800N 1100N 1200N ± 10% ASTM E 154

Water absorption <3.2% <3.2% <3.2% ASTM D 5147

Water absorption @ 
23±2°C at 24hrs 

<1% <1% <1% ASTM D 5147

2/2  Technical data sheet • Edition: 11.24 • www.izomaks.com.sa

IZOGOLD-10
Torch applied SBS modified bituminous membrane
polyester reinforced

DISCLAIMER
While the company guarantees its products against 
defective materials, the use and application of these 
products are made without guarantee since the 
conditions of their application are beyond its control. 
It is recommended to verify with the company that 
the product is suitable for the intended use, and that 
this Data Sheet version is the latest one. The company 
may modify it without prior notice. Technical 
characteristics are listed for guidance only. For more 
information, please contact the company’s office in 
your location.

NOTE
The above shown technical data are results obtained 
in laboratory and extra data can be provided upon 
request. 
The information included on this Technical Data 
Sheet is the sole property of Saint-Gobain Middle 
East Holding SAL. The unauthorized disclosure, use, 
dissemination or copying (either whole or partial) 
of this data sheet or any information it contains, is 
prohibited and subject to legal pursuit.



IZOGOLD-20
Torch applied SBS modified bituminous membrane
polyester reinforced

GENERAL DESCRIPTION
IZOGOLD-20 is a high performance multi-ply pre-
fabricated torch applied SBS modified bituminous 
membrane, reinforced with non-woven polyester 
and top surface finished with polyethylene film or 
fine sand, or UV protected with mineral stone or 
aluminium foil.
Izomaks waterproofing compound is formulated by 
Blended with selective grade of bitumen modified 
with styrene butadiene styrene (SBS) polymers that 
provide an Elastomeric property, when combined 
with its polyester reinforcement, it confers high tensile 
strength, elongation and tear resistance. It has excellent 
dimensional stability and low cold flexibility up to -20°C. 

APPLICATION AREAS
IZOGOLD-20 is ideal for different types of 
waterproofing areas, such as:
•	 Waterproofing and damp-roofing  of backfilled 

foundations
•	 Waterproofing of underground basements 

against permanent water submersion including 
pile capping and under raft foundations

•	 Waterproofing of retaining walls
•	 Waterproofing of flat roofs, balconies, terraces 

and wet areas.
•	 For exposed roofs it is recommended to use 

2 layers, the second one being protected with 
Mineral stone or Aluminum foil.

FEATURES
•	 Torch applied quick melt easy to use.
•	 High performance even in cold weather.
•	 High tensile, elongation and tear strength.
•	 Excellent adhesion strength when applied with 

PRIMER D41
•	 High impact and puncture resistance.
•	 Resists attack from salt and alkalis.

QUALITY CONTROL
IZOMAKS INDUSTRIES L.L.C. Manufacturing facility 
is controlled by highly qualified technical team and 
certified QMS-ISO 9001:2015, HMS-ISO 45001:2018 
and EMS-ISO 14001:2015.

TOOLS REQUIRED
Gas torch, Gas cylinder, measuring tape, trowel, knife, 
marking string etc.

APPLICATION METHOD
SURFACE PREPARATION
All surface imperfections and protrusions are to be 

removed and repaired. Final surface must be clean, 
dry, free from dust, oil and grease, laitance or other 
contaminations. The surface should be sound with no 
cracks and loose particles. 

SURFACE PRIMING
The entire surface must be primed by solvent based 
bituminous primer in compliance with ASTM D-41 
PRIMER D-41

APPLICATION LIMITATION
•	 Use smooth and flat safety shoes and other 

required safety tools.
•	 Do not install on moist surfaces and rainy weather.
•	 Avoid overheating.
•	 Avoid stepping / walking over hot applied 

membrane.

INSTALLATION METHOD
IZOGOLD-20 is recommended to be installed in multi 
layers.
•	 Unroll IZOGOLD-20 membrane in a straight line 

ensuring side laps of minimum 10cm and end laps 
of 15cm, then re-roll keeping rolls aligned.

•	 Make sure that the heat will melt only the PE films 
and asphalt compound is sufficiently softened.

•	 Ensure that melted bitumen is clearly overflowing 
the side and end lap.

•	 The entire corners, pipes, beams and columns 
section should be waterproofed by cut and fit 
methods prior to the installation of the general 
surface.

•	 The mineral surfaces should be used for exposed 
areas either horizontal or vertical surfaces.

PACKAGING
IZOGOLD-20 is manufactured under standard size  
and rolls are palletized and covered with a shrink-
wrapped.

STORAGE AND HANDLING
•	 Keep the material in dry, cool ventilated and 

shaded areas for not more than 12 months.
•	 Do not store exposed in the sun or humid areas.
•	 Do not store pallet above the pallets.

AVAILABLE SIZES
Thickness ± 0.2mm Size ± 1%
3 and 4mm 1x10meters

5mm 1x8meters
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TECHNICAL CHARACTERISTICS
Properties Typical values Tolerance Test method
Reinforcement 180g/m2 200g/m2 250g/m2 ASTM D 5147

Cold flexibility -20°C -20°C -20°C ± 20% ASTM D 5147

Maximum tensile force
(23 ± 2°C) 
     Longitudinal
     Transversal

800N/5cm 
(16KN/m)
600N/5cm 
(12KN/m)

900N/5cm 
(18KN/m) 
700N/5cm 
(14KN/m)

1100N/5cm 
(22KN/m)
800N/5cm 
(16KN/m)

± 20%

± 20% 

UEAtc 2001
(ASTM D 5147)

Ultimate elongation
     Longitudinal
     Transversal

50% 
50%

50%
50%

60% 
60%

± 15% 
± 15% 

ASTM D 5147/
UEAtc 2001

Shear resistance of 
joints
     Longitudinal
     Transversal

750N/5cm 
550N/5cm

850N/5cm 
600N/5cm

900N/5cm 
600N/5cm

± 20%
± 20% 

UEAtc 2001

Tear strength
     Longitudinal
     Transversal

500N 
400N 

600N 
450N

700N 
550N 

± 20%
± 20% 

ASTM D 4073

Softening point 115-125°C 115-125°C 115-125°C ASTM D36

Penetration (@25°C) 30-40dmm 30-40dmm 30-40dmm ASTM D5

Compound stability No flowing, no 
dripping at 102°C

No flowing, 
no dripping at 
102°C

No flowing, 
no dripping at 
102°C

ASTM D 5147

Puncture resistance
     To Static load
     To impact

L20
I15

L25
I10

L25
I10

UEAtc 2001
UEAtc 2001

Resistance to
puncture

800N 1100N 1200N ± 10% ASTM E 154

Water absorption <3.2% <3.2% <3.2% ASTM D 5147

Water absorption @ 
23±2°C at 24hrs 

<1% <1% <1% ASTM D 5147
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IZOGOLD-20
Torch applied SBS modified bituminous membrane
polyester reinforced

DISCLAIMER
While the company guarantees its products against 
defective materials, the use and application of these 
products are made without guarantee since the 
conditions of their application are beyond its control. 
It is recommended to verify with the company that 
the product is suitable for the intended use, and that 
this Data Sheet version is the latest one. The company 
may modify it without prior notice. Technical 
characteristics are listed for guidance only. For more 
information, please contact the company’s office in 
your location.

NOTE
The above shown technical data are results obtained 
in laboratory and extra data can be provided upon 
request. 
The information included on this Technical Data 
Sheet is the sole property of Saint-Gobain Middle 
East Holding SAL. The unauthorized disclosure, use, 
dissemination or copying (either whole or partial) 
of this data sheet or any information it contains, is 
prohibited and subject to legal pursuit.



IZOGOLD SBS
Torch applied SBS modified bituminous membrane
polyester reinforced

GENERAL DESCRIPTION
IZOGOLD SBS is a high performance multi-ply pre-
fabricated torch applied SBS modified bituminous 
membrane, reinforced with non-woven polyester 
and top surface finished with polyethylene film or 
fine sand, or UV protected with mineral stone or 
aluminium foil.
Izomaks waterproofing compound is formulated by 
Blended with selective grade of bitumen modified 
with styrene butadiene styrene (SBS) polymers that 
provide an Elastomeric property, when combined 
with its polyester reinforcement, it confers high tensile 
strength, elongation and tear resistance. It has excellent 
dimensional stability and low cold flexibility up to -5°C. 

APPLICATION AREAS
IZOGOLD SBS is ideal for different types of 
waterproofing areas, such as:
•	 Waterproofing and damp-roofing  of backfilled 

foundations
•	 Waterproofing of underground basements 

against permanent water submersion including 
pile capping and under raft foundations

•	 Waterproofing of retaining walls
•	 Waterproofing of flat roofs, balconies, terraces 

and wet areas.
•	 For exposed roofs it is recommended to use 

2 layers, the second one being protected with 
Mineral stone or Aluminum foil.

FEATURES
•	 Torch applied quick melt easy to use.
•	 High performance even in cold weather.
•	 High tensile, elongation and tear strength.
•	 Excellent adhesion strength when applied with 

PRIMER D-41
•	 High impact and puncture resistance.
•	 Resists attack from salt and alkalis.

QUALITY CONTROL
IZOMAKS INDUSTRIES L.L.C. Manufacturing facility 
is controlled by highly qualified technical team and 
certified QMS-ISO 9001:2015, HMS-ISO 45001:2018 
and EMS-ISO 14001:2015.

TOOLS REQUIRED
Gas torch, Gas cylinder, measuring tape, trowel, knife, 
marking string etc.

APPLICATION METHOD
SURFACE PREPARATION
All surface imperfections and protrusions are to be 

removed and repaired. Final surface must be clean, 
dry, free from dust, oil and grease, laitance or other 
contaminations. The surface should be sound with no 
cracks and loose particles. 

SURFACE PRIMING
The entire surface must be primed by solvent based 
bituminous primer in compliance with ASTM D-41 
PRIMER D-41

APPLICATION LIMITATION
•	 Use smooth and flat safety shoes and other 

required safety tools.
•	 Do not install on moist surfaces and rainy weather.
•	 Avoid overheating.
•	 Avoid stepping / walking over hot applied 

membrane.

INSTALLATION METHOD
IZOGOLD SBS is recommended to be installed in 
multi layers.
•	 Unroll IZOGOLD SBS membrane in a straight line 

ensuring side laps of minimum 10cm and end laps 
of 15cm, then re-roll keeping rolls aligned.

•	 Make sure that the heat will melt only the PE films 
and asphalt compound is sufficiently softened.

•	 Ensure that melted bitumen is clearly overflowing 
the side and end lap.

•	 The entire corners, pipes, beams and columns 
section should be waterproofed by cut and fit 
methods prior to the installation of the general 
surface.

•	 The mineral surfaces should be used for exposed 
areas either horizontal or vertical surfaces.

PACKAGING
IZOGOLD SBS is manufactured under standard size  
and rolls are palletized and covered with a shrink-
wrapped.

STORAGE AND HANDLING
•	 Keep the material in dry, cool ventilated and 

shaded areas for not more than 12 months.
•	 Do not store exposed in the sun or humid areas.
•	 Do not store pallet above the pallets.

AVAILABLE SIZES
Thickness ± 0.2mm Size ± 1%
3 and 4mm 1x10meters

5mm 1x8meters
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TECHNICAL CHARACTERISTICS
Properties Typical values Tolerance Test method
Reinforcement 180g/m2 200g/m2 250g/m2 ASTM D 5147

Cold flexibility -5°C -5°C -5°C ASTM D 5147

Maximum tensile force
(23 ± 2°C) 
     Longitudinal
     Transversal

800N/5cm 
(16KN/m)
600N/5cm 
(12KN/m)

900N/5cm 
(18KN/m) 
700N/5cm 
(14KN/m)

1100N/5cm 
(22KN/m)
800N/5cm 
(16KN/m)

± 20%

± 20% 

UEAtc 2001
(ASTM D 5147)

Ultimate elongation
     Longitudinal
     Transversal

50% 
50%

50%
50%

60% 
60%

± 15% 
± 15% 

ASTM D 5147/
UEAtc 2001

Shear resistance of 
joints
     Longitudinal
     Transversal

750N/5cm 
550N/5cm

850N/5cm 
600N/5cm

900N/5cm 
600N/5cm

± 20%
± 20% 

UEAtc 2001

Tear strength
     Longitudinal
     Transversal

500N 
400N 

600N 
450N

700N 
550N 

± 20%
± 20% 

ASTM D 4073

Softening point 150-160°C 150-160°C 150-160°C ASTM D36

Penetration (@25°C) 15-25dmm 15-25dmm 15-20dmm ASTM D5

Compound stability No flowing, no 
dripping at 121°C

No flowing, no 
dripping at 121°C

No flowing, 
no dripping at 
121°C

ASTM D 5147

Puncture resistance
     To Static load
     To impact

L20
I15

L25
I10

L25
I10

UEAtc 2001
UEAtc 2001

Resistance to
puncture

800N 1100N 1200N ± 10% ASTM E 154

Water absorption <3.2% <3.2% <3.2% ASTM D 5147

Water absorption @ 
23±2°C at 24hrs 

<1% <1% <1% ASTM D 5147
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IZOGOLD SBS
Torch applied SBS modified bituminous membrane
polyester reinforced

DISCLAIMER
While the company guarantees its products against 
defective materials, the use and application of these 
products are made without guarantee since the 
conditions of their application are beyond its control. 
It is recommended to verify with the company that 
the product is suitable for the intended use, and that 
this Data Sheet version is the latest one. The company 
may modify it without prior notice. Technical 
characteristics are listed for guidance only. For more 
information, please contact the company’s office in 
your location.

NOTE
The above shown technical data are results obtained 
in laboratory and extra data can be provided upon 
request. 
The information included on this Technical Data 
Sheet is the sole property of Saint-Gobain Middle 
East Holding SAL. The unauthorized disclosure, use, 
dissemination or copying (either whole or partial) 
of this data sheet or any information it contains, is 
prohibited and subject to legal pursuit.



IZOSELF AL
SBS modified self-adhesive bituminous membrane rein-
forced with non-woven surface finished with Aluminum foil.

GENERAL DESCRIPTION
IZOSELF AL is a high performance cold applied, 
multi-ply prefabricated SBS modified self-adhesive 
bituminous membrane, reinforced with non-woven 
polyester and top surface finished with Aluminium foil 
that provide an elastomeric property, when combined 
with its reinforcement, it confers high mechanical 
properties and dimensional stability. Its quick release 
film on the back of the roll ensure self adhesion in 
cold applied applications without heating or flame. 

APPLICATION AREAS
IZOSELF AL is ideal for waterproofing of below 
ground structures such as:
•	 Waterproofing and damp-proofing of backfilled 

foundations.
•	 Waterproofing of retaining walls
•	 Waterproofing of metal roofs

FEATURES
•	 Cold applied self-adhesive easy to use.
•	 Easy application by pressing with a roller onto 

the membrane while unrolling.
•	 High tensile, elongation and tear strength.
•	 Excellent adhesion when applied with PRIMER 

D-41
•	 Protection against salt, alkalis, and acid found in 

ground waters.

QUALITY CONTROL
IZOMAKS INDUSTRIES L.L.C. Manufacturing facility 
is controlled by highly qualified technical team and 
certified QMS-ISO 9001:2015, HMS-ISO 45001:2018 
and EMS-ISO 14001:2015.

TOOLS REQUIRED
Measuring tape, knife, Marking string, roller etc.

APPLICATION METHOD
SURFACE PREPARATION
All surface imperfections and protrusions are to be 
removed and repaired. Final surface must be clean, 
dry, free from dust, oil and grease, laitance or other 
contaminations. The surface should be sound with no 
cracks and loose particles. 

SURFACE PRIMING
The entire surface must be primed by solvent based 
bituminous primer in compliance with ASTM D-41 
PRIMER D-41

APPLICATION LIMITATION
•	 Use smooth and flat safety shoes and other 

required safety tools.
•	 Do not install on moist surfaces and rainy weather.
•	 Avoid stepping / walking over freshly applied 

membrane.

INSTALLATION METHOD
IZOSELF AL can be installed in a single layer of 
waterproof system.
•	 Insure that the surface to waterproof must be 

thoroughly clean, dry, sound and free from 
humidity. (Less than 4%)

•	 In cold weather conditions below 20°C, it is 
essential to heat the primed substrates with a 
hot air gun or gas torch before applying the 
membrane.

•	 Position the unrolled membrane in its place 
respecting 7 to 10 cm side laps and 15 cm end 
laps and re-roll the membrane.

•	 Peel of the siliconized release film from membrane 
and allow adhesion against primed substrate by 
pressing firmly using rubber hand roller, from 
the midpoint to the edges in order to expel any 
trapped air bubbles and to insure good contact to 
the prime substrate.

PACKAGING
IZOSELF AL is manufactured under standard size 
and rolls are palletized and covered with a shrink-
wrapped.

STORAGE AND HANDLING
•	 Keep the material in dry, cool ventilated and 

shaded areas for not more than 6 months.
•	 Do not store exposed in the sun or humid areas.
•	 Do not store pallet above the pallets.

AVAILABLE SIZES
Thickness ± 0.2mm Size ± 1%
1.6mm 1x20meters

2mm 1x15meters

3mm 1x10meters
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TECHNICAL CHARACTERISTICS
Properties Typical Values Tolerance Test method
Reinforcement Non-woven polyester Non-woven polyester ASTM D 5147

Cold flexibility -25°C -25°C ASTM D 5147

Thickness 1.6mm 2 and 3mm ± 0.2 ASTM D 5147

Maximum tensile force
(23 ± 2°C) 
     Longitudinal
     Transversal

400N/5cm (8KN/m)
250N/5cm (5KN/m) 

600N/5cm (12KN/m)
300N/5cm (6KN/m)

± 20%
± 20% 

UEAtc 2001
(ASTM D 5147)

Ultimate elongation
     Longitudinal
     Transversal

40% 
45% 

45% 
50% 

± 15% 
± 15%

ASTM D 5147/UEAtc 
2001

Shear resistance of joints
     Longitudinal
     Transversal

350N/5cm 
250N/5cm 

500N/5cm 
300N/5cm 

± 20%
± 20% 

UEAtc 2001

Tear strength
     Longitudinal
     Transversal

250N 
150N 

300N 
200N 

± 20%
± 20%

ASTM D 4073

Softening point 90-100°C 90-100°C ASTM D36

Penetration (@25°C) 50-70dmm 50-70dmm ASTM D5

Puncture resistance
     To Static load
     To impact

L10
I20 

L10
I15

UEAtc 2001
UEAtc 2001

Resistance to
puncture

600N 800N ± 10% ASTM E 154

Water absorption <3.2% <3.2% ASTM D 5147

Water absorption @ 
23±2°C at 24hrs

<1% <1% ASTM D 5147

Peel resistance
to self 30N/5cm 35N/5cm

UEAtc 2001/EN 
12316
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IZOSELF AL
SBS modified self-adhesive bituminous membrane rein-
forced with non-woven surface finished with Aluminum foil.

DISCLAIMER
While the company guarantees its products against 
defective materials, the use and application of these 
products are made without guarantee since the 
conditions of their application are beyond its control. 
It is recommended to verify with the company that 
the product is suitable for the intended use, and that 
this Data Sheet version is the latest one. The company 
may modify it without prior notice. Technical 
characteristics are listed for guidance only. For more 
information, please contact the company’s office in 
your location.

NOTE
The above shown technical data are results obtained 
in laboratory and extra data can be provided upon 

request. 
The information included on this Technical Data 
Sheet is the sole property of Saint-Gobain Middle 
East Holding SAL. The unauthorized disclosure, use, 
dissemination or copying (either whole or partial) 
of this data sheet or any information it contains, is 
prohibited and subject to legal pursuit.



IZOSELF HDPE CL
SBS modified self-adhesive bituminous membrane rein-
forced with non-woven polyester.

GENERAL DESCRIPTION
IZOSELF HDPE CL is a high performance cold applied, 
multi-ply prefabricated SBS modified self-adhesive 
bituminous membrane that provides an elstomeric 
property, reinforced with non-woven polyester 
and top surface finished with with high density 
polyethylene film cross laminated, when combined 
with its reinforcement, it confers high mechanical 
properties and dimensional stability. Its quick release 
film on the back of the roll ensure self adhesion in 
cold applied applications without heating or flame. 

APPLICATION AREAS
IZOSELF HDPE CL is ideal for waterproofing of below 
ground structures such as:
•	 Waterproofing and damp-proofing of backfilled 

foundations in underground structure
•	 Waterproofing of retaining walls
•	 Waterproofing of metal roofs

FEATURES
•	 Cold applied self-adhesive easy to use.
•	 Easy application by pressing with a roller onto 

the membrane while unrolling.
•	 High tensile, elongation and tear strength.
•	 Excellent adhesion when applied with PRIMER 

D-41
•	 Protection against salt, alkalis, and acid found in 

ground waters.

QUALITY CONTROL
IZOMAKS INDUSTRIES L.L.C. Manufacturing facility 
is controlled by highly qualified technical team and 
certified QMS-ISO 9001:2015, HMS-ISO 45001:2018 
and EMS-ISO 14001:2015.

TOOLS REQUIRED
Measuring tape, knife, Marking string, roller etc.

APPLICATION METHOD
SURFACE PREPARATION
All surface imperfections and protrusions are to be 
removed and repaired. Final surface must be clean, 
dry, free from dust, oil and grease, laitance or other 
contaminations. The surface should be sound with no 
cracks and loose particles. 

SURFACE PRIMING
The entire surface must be primed by solvent based 

bituminous primer in compliance with ASTM D-41 
PRIMER D-41

APPLICATION LIMITATION
•	 Use smooth and flat safety shoes and other 

required safety tools.
•	 Do not install on moist surfaces and rainy weather.
•	 Avoid stepping / walking over freshly applied 

membrane.

INSTALLATION METHOD
IZOSELF HDPE can be installed in a single layer of 
waterproof system.
•	 Insure that the surface to waterproof must be 

thoroughly clean, dry, sound and free from 
humidity. (Less than 4%)

•	 In cold weather conditions below 20°C, it is 
essential to heat the primed substrates with a 
hot air gun or gas torch before applying the 
membrane.

•	 Position the unrolled membrane in its place 
respecting 7 to 10 cm side laps and 15 cm end 
laps and re-roll the membrane.

•	 Peel of the siliconized release film from membrane 
and allow adhesion against primed substrate by 
pressing firmly using rubber hand roller, from 
the midpoint to the edges in order to expel any 
trapped air bubbles and to insure good contact to 
the prime substrate.

PACKAGING
IZOSELF HDPE CL is manufactured under standard 
size and rolls are palletized and covered with a shrink-
wrapped.

STORAGE AND HANDLING
•	 Keep the material in dry, cool ventilated and 

shaded areas for not more than 6 months.
•	 Do not store exposed in the sun or humid areas.
•	 Do not store pallet above the pallets.

AVAILABLE SIZES
Thickness ± 0.2mm Size ± 1%
1.6mm 1x20meters

2mm 1x15meters

3mm 1x10meters
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TECHNICAL CHARACTERISTICS
Properties Typical Values Tolerance Test method
Reinforcement Non-woven polyester Non-woven polyester ASTM D 5147

Cold flexibility -25°C -25°C ASTM D 5147

Thickness 1.6mm 2 and 3mm ± 0.2 ASTM D 5147

Maximum tensile force 
membrane 
(23 ± 2°C) 
     Longitudinal
     Transversal

400N/5cm (8KN/m)
250N/5cm (5KN/m) 

600N/5cm (12KN/m)
300N/5cm (6KN/m)

± 20%
± 20% 

UEAtc 2001
(ASTM D 5147)

Ultimate elongation 
membrane
     Longitudinal
     Transversal

40% 
45% 

45% 
50% 

± 15% 
± 15%

ASTM D 5147/UEAtc 
2001

Maximum tensile force 
film
(23 ± 2°C) 
     Longitudinal
     Transversal

200N/5cm (4KN/m)
200N/5cm (4KN/m) 

200N/5cm (4KN/m)
200N/5cm (4KN/m)

± 20%
± 20% 

UEAtc 2001
(ASTM D 5147)

% elongation film
     Longitudinal
     Transversal

250% 
300% 

250% 
300% 

± 15% 
± 15%

ASTM D 5147/UEAtc 
2001

Shear resistance of joints
     Longitudinal
     Transversal

350N/5cm 
250N/5cm 

500N/5cm 
300N/5cm 

± 20%
± 20% 

UEAtc 2001

Tear strength
     Longitudinal
     Transversal

250N 
150N 

300N 
200N 

± 20%
± 20%

ASTM D 4073

Softening point 90-100°C 90-100°C ASTM D36

Penetration (@25°C) 50-70dmm 50-70dmm ASTM D5

Puncture resistance
     To Static load
     To impact

L10
I20 

L10
I15

UEAtc 2001
UEAtc 2001

Resistance to
puncture

600N 1000N ± 10% ASTM E 154

Water absorption <3.2% <3.2% ASTM D 5147

Water absorption @ 
23±2°C at 24hrs

<1% <1% ASTM D 5147

Peel resistance
to self 30N/5cm 35N/5cm

UEAtc 2001/EN 
12316
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IZOSELF HDPE CL 
SBS modified self-adhesive bituminous membrane rein-
forced with non-woven polyester.
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IZOSELF HDPE CL 
SBS modified self-adhesive bituminous membrane rein-
forced with non-woven polyester.

DISCLAIMER
While the company guarantees its products against 
defective materials, the use and application of these 
products are made without guarantee since the 
conditions of their application are beyond its control. 
It is recommended to verify with the company that 
the product is suitable for the intended use, and that 
this Data Sheet version is the latest one. The company 
may modify it without prior notice. Technical 
characteristics are listed for guidance only. For more 
information, please contact the company’s office in 
your location.

NOTE
The above shown technical data are results obtained 
in laboratory and extra data can be provided upon 
request. 
The information included on this Technical Data 
Sheet is the sole property of Saint-Gobain Middle 
East Holding SAL. The unauthorized disclosure, use, 
dissemination or copying (either whole or partial) 
of this data sheet or any information it contains, is 
prohibited and subject to legal pursuit.



IZOSELF HDPE CP100
SBS modified self-adhesive bituminous membrane rein-
forced with composite reinforcement

GENERAL DESCRIPTION
IZOSELF HDPE CP100 is a high performance cold 
applied, multi-ply prefabricated SBS modified self-
adhesive bituminous membrane that provides an 
elastomeric property, reinforced with a composite 
of Fiberglass and Polyester and top surface finished 
with high density polyethylene film. Its quick release 
film on the back of the roll ensure self adhesion in 
cold applied applications without heating or flame. 

APPLICATION AREAS
IZOSELF HDPE CP100 is ideal for waterproofing of 
below ground structures such as:
•	 Waterproofing and damp-proofing of backfilled 

foundations in underground structure
•	 Waterproofing of retaining walls
•	 Waterproofing of metal roofs

FEATURES
•	 Cold applied self-adhesive easy to use.
•	 Easy application by pressing with a roller onto 

the membrane while unrolling.
•	 High tensile, elongation and tear strength.
•	 Excellent adhesion when applied with PRIMER 

D-41
•	 Protection against salt, alkalis, and acid found in 

ground waters.

QUALITY CONTROL
IZOMAKS INDUSTRIES L.L.C. Manufacturing facility 
is controlled by highly qualified technical team and 
certified QMS-ISO 9001:2015, HMS-ISO 45001:2018 
and EMS-ISO 14001:2015.

TOOLS REQUIRED
Measuring tape, knife, Marking string, roller etc.

APPLICATION METHOD
SURFACE PREPARATION
All surface imperfections and protrusions are to be 
removed and repaired. Final surface must be clean, 
dry, free from dust, oil and grease, laitance or other 
contaminations. The surface should be sound with no 
cracks and loose particles. 

SURFACE PRIMING
The entire surface must be primed by solvent based 
bituminous primer in compliance with ASTM D-41 
PRIMER D-41

APPLICATION LIMITATION
•	 Use smooth and flat safety shoes and other 

required safety tools.
•	 Do not install on moist surfaces and rainy weather.
•	 Avoid stepping / walking over freshly applied 

membrane.

INSTALLATION METHOD
IZOSELF HDPE CP100 can be installed in a single 
layer of waterproof system.
•	 Insure that the surface to waterproof must be 

thoroughly clean, dry, sound and free from 
humidity. (Less than 4%)

•	 In cold weather conditions below 20°C, it is 
essential to heat the primed substrates with a 
hot air gun or gas torch before applying the 
membrane.

•	 Position the unrolled membrane in its place 
respecting 7 to 10 cm side laps and 15 cm end 
laps and re-roll the membrane.

•	 Peel of the siliconized release film from membrane 
and allow adhesion against primed substrate by 
pressing firmly using rubber hand roller, from 
the midpoint to the edges in order to expel any 
trapped air bubbles and to insure good contact to 
the prime substrate.

PACKAGING
IZOSELF HDPE CP100 is manufactured under 
standard size and rolls are palletized and covered 
with a shrink-wrapped.

STORAGE AND HANDLING
•	 Keep the material in dry, cool ventilated and 

shaded areas for not more than 6 months.
•	 Do not store exposed in the sun or humid areas.
•	 Do not store pallet above the pallets.

AVAILABLE SIZES
Thickness ± 0.2mm Size ± 1%
1.5 or 1.6mm 1x15m or 1x20m

2mm 1x15meters

3mm 1x10meters
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TECHNICAL CHARACTERISTICS
Properties Typical Values Tolerance Test method
Reinforcement Composite 100g/m2 ASTM D 5147

Cold flexibility -25°C ASTM D 5147

Thickness 1.5mm or 1.6mm ± 0.2 ASTM D 5147

Maximum tensile force
(23 ± 2°C) 
     Longitudinal
     Transversal

500N/5cm (10KN/m)
250N/5cm (5KN/m) 

± 20%
± 20% 

UEAtc 2001
(ASTM D 5147)

Ultimate elongation
     Longitudinal
     Transversal

5 to 10% 
5 to 10% 

± 15% 
± 15%

ASTM D 5147/UEAtc 
2001

Shear resistance of joints
     Longitudinal
     Transversal

450N/5cm 
250N/5cm 

± 20%
± 20% 

UEAtc 2001

Tear strength
     Longitudinal
     Transversal

300N 
150N 

± 20%
± 20%

ASTM D 4073

Softening point 90-100°C ASTM D36

Penetration (@25°C) 50-70dmm ASTM D5

Puncture resistance
     To Static load
     To impact

L10
I25

UEAtc 2001
UEAtc 2001

Resistance to
puncture

250N ± 10% ASTM E 154

Water absorption <3.2% ASTM D 5147

Water absorption @ 
23±2°C at 24hrs

<1% ASTM D 5147

Peel resistance
to self 30N/5cm

UEAtc 2001/EN 
12316
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IZOSELF HDPE CP100 
SBS modified self-adhesive bituminous membrane rein-
forced with non-woven polyester.

DISCLAIMER
While the company guarantees its products against 
defective materials, the use and application of these 
products are made without guarantee since the 
conditions of their application are beyond its control. 
It is recommended to verify with the company that 
the product is suitable for the intended use, and that 
this Data Sheet version is the latest one. The company 
may modify it without prior notice. Technical 
characteristics are listed for guidance only. For more 
information, please contact the company’s office in 
your location.

NOTE
The above shown technical data are results obtained 
in laboratory and extra data can be provided upon 
request. 
The information included on this Technical Data 
Sheet is the sole property of Saint-Gobain Middle 
East Holding SAL. The unauthorized disclosure, use, 
dissemination or copying (either whole or partial) 
of this data sheet or any information it contains, is 
prohibited and subject to legal pursuit.



IZOSELF HDPE
SBS modified self-adhesive bituminous membrane rein-
forced with non-woven polyester.

GENERAL DESCRIPTION
IZOSELF HDPE is a high performance cold 
applied, multi-ply prefabricated SBS modified self-
adhesive bituminous membrane that provides 
an elastomeric property, reinforced with non-
woven polyester and top surface finished with high 
density polyethylene film. When combined with its 
reinforcement, confers high mechanical properties 
and dimensional stability. Its quick release film on 
the back of the roll ensure self adhesion in cold 
applied applications without heating or flame. 

APPLICATION AREAS
IZOSELF HDPE is ideal for waterproofing of below 
ground structures such as:
•	 Waterproofing and damp-proofing of backfilled 

foundations in underground structure
•	 Waterproofing of retaining walls
•	 Waterproofing of metal roofs

FEATURES
•	 Cold applied self-adhesive easy to use.
•	 Easy application by pressing with a roller onto 

the membrane while unrolling.
•	 High tensile, elongation and tear strength.
•	 Excellent adhesion when applied with PRIMER 

D-41
•	 Protection against salt, alkalis, and acid found in 

ground waters.

QUALITY CONTROL
IZOMAKS INDUSTRIES L.L.C. Manufacturing facility 
is controlled by highly qualified technical team and 
certified QMS-ISO 9001:2015, HMS-ISO 45001:2018 
and EMS-ISO 14001:2015.

TOOLS REQUIRED
Measuring tape, knife, Marking string, roller etc.

APPLICATION METHOD
SURFACE PREPARATION
All surface imperfections and protrusions are to be 
removed and repaired. Final surface must be clean, 
dry, free from dust, oil and grease, laitance or other 
contaminations. The surface should be sound with no 
cracks and loose particles. 

SURFACE PRIMING
The entire surface must be primed by solvent based 
bituminous primer in compliance with ASTM D-41 
PRIMER D-41

APPLICATION LIMITATION
•	 Use smooth and flat safety shoes and other 

required safety tools.
•	 Do not install on moist surfaces and rainy weather.
•	 Avoid stepping / walking over freshly applied 

membrane.

INSTALLATION METHOD
IZOSELF HDPE can be installed in a single layer of 
waterproof system.
•	 Insure that the surface to waterproof must be 

thoroughly clean, dry, sound and free from 
humidity. (Less than 4%)

•	 In cold weather conditions below 20°C, it is 
essential to heat the primed substrates with a 
hot air gun or gas torch before applying the 
membrane.

•	 Position the unrolled membrane in its place 
respecting 7 to 10 cm side laps and 15 cm end 
laps and re-roll the membrane.

•	 Peel of the siliconized release film from membrane 
and allow adhesion against primed substrate by 
pressing firmly using rubber hand roller, from 
the midpoint to the edges in order to expel any 
trapped air bubbles and to insure good contact to 
the prime substrate.

PACKAGING
IZOSELF HDPE is manufactured under standard size 
and rolls are palletized and covered with a shrink-
wrapped.

STORAGE AND HANDLING
•	 Keep the material in dry, cool ventilated and 

shaded areas for not more than 6 months.
•	 Do not store exposed in the sun or humid areas.
•	 Do not store pallet above the pallets.

AVAILABLE SIZES
Thickness ± 0.2mm Size ± 1%
1.6mm 1x20meters

2mm 1x15meters

3mm 1x10meters
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TECHNICAL CHARACTERISTICS
Properties Typical Values Tolerance Test method
Reinforcement Non-woven polyester Non-woven polyester ASTM D 5147

Cold flexibility -25°C -25°C ASTM D 5147

Thickness 1.6mm 2 and 3mm ± 0.2 ASTM D 5147

Maximum tensile force
(23 ± 2°C) 
     Longitudinal
     Transversal

400N/5cm (8KN/m)
250N/5cm (5KN/m) 

600N/5cm (12KN/m)
300N/5cm (6KN/m)

± 20%
± 20% 

UEAtc 2001
(ASTM D 5147)

Ultimate elongation
     Longitudinal
     Transversal

40% 
45% 

45% 
50% 

± 15% 
± 15%

ASTM D 5147/UEAtc 
2001

Shear resistance of joints
     Longitudinal
     Transversal

350N/5cm 
250N/5cm 

500N/5cm 
300N/5cm 

± 20%
± 20% 

UEAtc 2001

Tear strength
     Longitudinal
     Transversal

250N 
150N 

300N 
200N 

± 20%
± 20%

ASTM D 4073

Softening point 90-100°C 90-100°C ASTM D36

Penetration (@25°C) 50-70dmm 50-70dmm ASTM D5

Puncture resistance
     To Static load
     To impact

L10
I20 

L10
I15

UEAtc 2001
UEAtc 2001

Resistance to
puncture

500N 700N ± 10% ASTM E 154

Water absorption <3.2% <3.2% ASTM D 5147

Water absorption @ 
23±2°C at 24hrs

<1% <1% ASTM D 5147

Peel resistance
to self 30N/5cm 35N/5cm

UEAtc 2001/EN 
12316
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IZOSELF HDPE 
SBS modified self-adhesive bituminous membrane rein-
forced with non-woven polyester.

DISCLAIMER
While the company guarantees its products against 
defective materials, the use and application of these 
products are made without guarantee since the 
conditions of their application are beyond its control. 
It is recommended to verify with the company that 
the product is suitable for the intended use, and that 
this Data Sheet version is the latest one. The company 
may modify it without prior notice. Technical 
characteristics are listed for guidance only. For more 
information, please contact the company’s office in 
your location.

NOTE
The above shown technical data are results obtained 
in laboratory and extra data can be provided upon 
request. 
The information included on this Technical Data 
Sheet is the sole property of Saint-Gobain Middle 
East Holding SAL. The unauthorized disclosure, use, 
dissemination or copying (either whole or partial) 
of this data sheet or any information it contains, is 
prohibited and subject to legal pursuit.



IZOSELF PET
SBS modified self-adhesive bituminous membrane rein-
forced with non-woven polyester.

GENERAL DESCRIPTION
IZOSELF PET is a high performance cold applied, 
multi-ply prefabricated SBS modified self-adhesive 
bituminous membrane, reinforced with non-woven 
polyester and top surface finished with PET film that 
provide an Elastomeric property, when combined 
with its reinforcement, it confers high mechanical 
properties and dimensional stability. Its quick release 
film on the back of the roll ensure self adhesion in 
cold applied applications without heating or flame. 

APPLICATION AREAS
IZOSELF PET is ideal for waterproofing of below 
ground structures such as:
•	 Waterproofing and damp-proofing of backfilled 

foundations.
•	 Waterproofing of retaining walls
•	 Waterproofing of metal roofs

FEATURES
•	 Cold applied self-adhesive easy to use.
•	 Easy application by pressing with a roller onto 

the membrane while unrolling.
•	 High tensile, elongation and tear strength.
•	 Excellent adhesion when applied with PRIMER 

D-41
•	 Protection against salt, alkalis, and acid found in 

ground waters.

QUALITY CONTROL
IZOMAKS INDUSTRIES L.L.C. Manufacturing facility 
is controlled by highly qualified technical team and 
certified QMS-ISO 9001:2015, HMS-ISO 45001:2018 
and EMS-ISO 14001:2015.

TOOLS REQUIRED
Measuring tape, knife, Marking string, roller etc.

APPLICATION METHOD
SURFACE PREPARATION
All surface imperfections and protrusions are to be 
removed and repaired. Final surface must be clean, 
dry, free from dust, oil and grease, laitance or other 
contaminations. The surface should be sound with no 
cracks and loose particles. 

SURFACE PRIMING
The entire surface must be primed by solvent based 
bituminous primer in compliance with ASTM D-41 
(primer D-41)

APPLICATION LIMITATION
•	 Use smooth and flat safety shoes and other 

required safety tools.
•	 Do not install on moist surfaces and rainy weather.
•	 Avoid stepping / walking over freshly applied 

membrane.

INSTALLATION METHOD
IZOSELF PET can be installed in a single layer of 
waterproof system.
•	 Insure that the surface to waterproof must be 

thoroughly clean, dry, sound and free from 
humidity. (Less than 4%)

•	 In cold weather conditions below 20°C, it is 
essential to heat the primed substrates with a 
hot air gun or gas torch before applying the 
membrane.

•	 Position the unrolled membrane in its place 
respecting 7 to 10 cm side laps and 15 cm end 
laps and re-roll the membrane.

•	 Peel of the siliconized release film from membrane 
and allow adhesion against primed substrate by 
pressing firmly using rubber hand roller, from 
the midpoint to the edges in order to expel any 
trapped air bubbles and to insure good contact to 
the prime substrate.

PACKAGING
IZOSELF PET is manufactured under standard size 
and rolls are palletized and covered with a shrink-
wrapped.

STORAGE AND HANDLING
•	 Keep the material in dry, cool ventilated and 

shaded areas for not more than 6 months.
•	 Do not store exposed in the sun or humid areas.
•	 Do not store pallet above the pallets.

AVAILABLE SIZES
Thickness ± 0.2mm Size ± 1%
1.6mm 1x20meters

2mm 1x15meters

3mm 1x10meters
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TECHNICAL CHARACTERISTICS
Properties Typical Values Tolerance Test method
Reinforcement Non-woven polyester Non-woven polyester ASTM D 5147

Cold flexibility -25°C -25°C ASTM D 5147

Thickness 1.6mm 2 and 3mm ± 0.2 ASTM D 5147

Maximum tensile force
(23 ± 2°C) 
     Longitudinal
     Transversal

400N/5cm (8KN/m)
250N/5cm (5KN/m) 

600N/5cm (12KN/m)
300N/5cm (6KN/m)

± 20%
± 20% 

UEAtc 2001
(ASTM D 5147)

Ultimate elongation
     Longitudinal
     Transversal

40% 
45% 

45% 
50% 

± 15% 
± 15%

ASTM D 5147/UEAtc 
2001

Shear resistance of joints
     Longitudinal
     Transversal

350N/5cm 
250N/5cm 

500N/5cm 
300N/5cm 

± 20%
± 20% 

UEAtc 2001

Tear strength
     Longitudinal
     Transversal

250N 
150N 

300N 
200N 

± 20%
± 20%

ASTM D 4073

Softening point 90-100°C 90-100°C ASTM D36

Penetration (@25°C) 50-70dmm 50-70dmm ASTM D5

Puncture resistance
     To Static load
     To impact

L10
I20 

L10
I15

UEAtc 2001
UEAtc 2001

Resistance to
puncture

600N 800N ± 10% ASTM E 154

Water absorption <3.2% <3.2% ASTM D 5147

Water absorption @ 
23±2°C at 24hrs

<1% <1% ASTM D 5147

Peel resistance
to self 30N/5cm 35N/5cm

UEAtc 2001/EN 
12316
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IZOSELF PET
SBS modified self-adhesive bituminous membrane rein-
forced with non-woven polyester.

DISCLAIMER
While the company guarantees its products against 
defective materials, the use and application of these 
products are made without guarantee since the 
conditions of their application are beyond its control. 
It is recommended to verify with the company that 
the product is suitable for the intended use, and that 
this Data Sheet version is the latest one. The company 
may modify it without prior notice. Technical 
characteristics are listed for guidance only. For more 
information, please contact the company’s office in 
your location.

NOTE
The above shown technical data are results obtained 

in laboratory and extra data can be provided upon 
request. 
The information included on this Technical Data 
Sheet is the sole property of Saint-Gobain Middle 
East Holding SAL. The unauthorized disclosure, use, 
dissemination or copying (either whole or partial) 
of this data sheet or any information it contains, is 
prohibited and subject to legal pursuit.



IZOGREENLAND
Torch applied anti-root SBS bituminous waterproofing membrane
reinforced with non-woven polyester mat.

GENERAL DESCRIPTION
IZOGREENLAND is a high performance multi-ply pre-
fabricated torch applied SBS modified bituminous 
membrane, reinforced with non-woven polyester and 
top surface finished with polyethylene film or fine 
sand.
Izomaks waterproofing compound is formulated by 
Blended with selective grade of bitumen modified 
with styrene butadiene styrene (SBS) polymersthat 
provide an Elastomeric property, when combined 
with its polyester reinforcement, it confers high 
tensile strength, elongation and tear resistance. It has 
excellent dimensional stability and low cold flexibility 
up to -5°C.
The SBS bitumen compound is blended with high 
quality anti-root additives. 

APPLICATION AREAS
IZOGREENLAND is ideal for specific types of 
waterproofing areas, such as:
•	 Waterproofing of garden terraces
•	 Waterproofing of flower boxes
•	 Waterproofing of esplanade with different types 

of plantations

FEATURES
•	 Anti-root property preventing roots from punc-

turing the membrane
•	 Torch applied quick melt easy to use.
•	 High performance even in cold weather.
•	 High tensile, elongation and tear strength.
•	 Excellent adhesion strength when used with 

PRIMER D-41
•	 High impact and puncture resistance.
•	 Resists attack from salt and alkalis.

QUALITY CONTROL
IZOMAKS INDUSTRIES L.L.C. Manufacturing facility 
is controlled by highly qualified technical team and 
certified QMS-ISO 9001:2015, HMS-ISO 45001:2018 
and EMS-ISO 14001:2015.

TOOLS REQUIRED
Gas torch, Gas cylinder, measuring tape, trowel, knife, 
marking string etc.

APPLICATION METHOD
SURFACE PREPARATION
All surface imperfections and protrusions are to be 
removed and repaired. Final surface must be clean, 
dry, free from dust, oil and grease, laitance or other 

contaminations. The surface should be sound with no 
cracks and loose particles. 

SURFACE PRIMING
The entire surface must be primed by solvent based 
bituminous primer in compliance with ASTM D-41 
PRIMER D-41

APPLICATION LIMITATION
•	 Use smooth and flat safety shoes and other 

required safety tools.
•	 Do not install on moist surfaces and rainy weather.
•	 Avoid overheating.
•	 Avoid stepping / walking over hot applied 

membrane.

INSTALLATION METHOD
IZOGREENLAND is recommended to be installed in 
multi layers.
•	 Unroll IZOGREENLAND membrane in a straight 

line ensuring side laps of minimum 10cm and end 
laps of 15cm, then re-roll keeping rolls aligned.

•	 Make sure that the heat will melt only the PE films 
and asphalt compound is sufficiently softened.

•	 Ensure that melted bitumen is clearly overflowing 
the side and end lap.

•	 The entire corners, pipes, beams and columns 
section should be waterproofed by cut and fit 
methods prior to the installation of the general 
surface.

•	 The mineral surfaces should be used for exposed 
areas either horizontal or vertical surfaces.

PACKAGING
IZOGREENLAND is manufactured under standard 
size  and rolls are palletized and covered with a 
shrink-wrapped.

STORAGE AND HANDLING
•	 Keep the material in dry, cool ventilated and 

shaded areas for not more than 12 months.
•	 Do not store exposed in the sun or humid areas.
•	 Do not store pallet above the pallets.

AVAILABLE SIZES
Thickness ± 0.2mm Size ± 1%
4mm 1x10meters

5mm 1x8meters
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TECHNICAL CHARACTERISTICS
Properties Typical values Tolerance Test method
Reinforcement 180g/m2 200g/m2 ASTM D 5147

Cold flexibility -5°C -5°C ASTM D 5147

Maximum tensile force
(23 ± 2°C) 
     Longitudinal
     Transversal

800N/5cm (16KN/m)
600N/5cm (12KN/m)

900N/5cm (18KN/m) 
700N/5cm (14KN/m)

± 20%
± 20% 

UEAtc 2001
(ASTM D 5147)

Ultimate elongation
     Longitudinal
     Transversal

50% 
50%

50%
50%

± 15% 
± 15% 

ASTM D 5147/UEAtc 2001

Shear resistance of 
joints
     Longitudinal
     Transversal

750N/5cm 
550N/5cm

850N/5cm 
600N/5cm

± 20%
± 20% 

UEAtc 2001

Tear strength
     Longitudinal
     Transversal

500N 
400N 

600N 
450N

± 20%
± 20% 

ASTM D 4073

Softening point 150-160°C 150-160°C ASTM D36

Penetration (@25°C) 15-25dmm 15-25dmm ASTM D5

Compound stability No flowing, no drip-
ping at 121°C

No flowing, no drip-
ping at 121°C

ASTM D 5147

Puncture resistance
     To Static load
     To impact

L20
I15

L25
I10

UEAtc 2001
UEAtc 2001

Resistance to
puncture

800N 1100N ± 10% ASTM E 154

Water absorption <3.2% <3.2% ASTM D 5147

Water absorption @ 
23±2°C at 24hrs 

<1% <1% ASTM D 5147

Root Resistance Excellent

2/2  Technical data sheet • Edition: 04.24 • www.izomaks.com.sa

IZOGREENLAND
Torch applied anti-root SBS bituminous waterproofing membrane
reinforced with non-woven polyester mat.

DISCLAIMER
While the company guarantees its products against 
defective materials, the use and application of these 
products are made without guarantee since the 
conditions of their application are beyond its control. 
It is recommended to verify with the company that 
the product is suitable for the intended use, and that 
this Data Sheet version is the latest one. The company 
may modify it without prior notice. Technical 
characteristics are listed for guidance only. For more 
information, please contact the company’s office in 
your location.

NOTE
The above shown technical data are results obtained 
in laboratory and extra data can be provided upon 
request. 
The information included on this Technical Data 
Sheet is the sole property of Saint-Gobain Middle 
East Holding SAL. The unauthorized disclosure, use, 
dissemination or copying (either whole or partial) 
of this data sheet or any information it contains, is 
prohibited and subject to legal pursuit.



IZOCLASSIC
Torch applied APP modified bituminous membrane reinforced 
with non-woven polyester mat.

GENERAL DESCRIPTION
IZOCLASSIC is a high performance multi-ply pre-
fabricated torch applied APP modified bituminous 
membrane, reinforced with non-woven polyester and 
top surface finished with polyethylene film or fine 
sand or UV Protected with mineral stone or aluminium 
foil.
Izomaks waterproofing compound is formulated by 
Blended with selective grade of bitumen modified 
with attactic polypropylene (APP) polymers that 
provide an Elasto-plastomeric property, when 
combined with its polyester reinforcement, it confers 
good tensile strength, elongation and tear resistance. 
It has excellent dimensional stability and moderate to 
low cold flexibility.
 
APPLICATION AREAS
IZOCLASSIC is ideal for different types of 
waterproofing areas, such as:
•	 Waterproofing and damp-proofing of foundations.
•	 Waterproofing of retaining walls.
•	 Waterproofing of flat roofs, balconies, terraces 

and wet areas.
•	 For exposed roofs it is recommended to use 

2 layers, the second one being protected with 
Mineral stone or Aluminum foil.

FEATURES
•	 Torch applied quick melt easy to use.
•	 High performance even in cold weather.
•	 High tensile, elongation and tear strength.
•	 Excellent adhesion strength when applied with 

PRIMER D-41
•	 High impact and puncture resistance.
•	 Resists attack from salt and alkalis.

QUALITY CONTROL
IZOMAKS INDUSTRIES L.L.C. Manufacturing facility 
is controlled by highly qualified technical team, and 
certified QMS-ISO 9001:2015, HMS-ISO 45001:2018 
and EMS-ISO 14001:2015.

TOOLS REQUIRED
Gas torch, Gas cylinder, measuring tape, trowel, knife, 
marking string etc.

APPLICATION METHOD
SURFACE PREPARATION
All surface imperfections and protrusions are to be 
removed and repaired. Final surface must be clean, 

dry, free from dust, oil and grease, laitance or other 
contaminations. The surface should be sound with no 
cracks and loose particles. 

SURFACE PRIMING
The entire surface must be primed by solvent based 
bituminous primer in compliance with ASTM D-41 
PRIMER D-41

APPLICATION LIMITATION
•	 Use smooth and flat safety shoes and other 

required safety tools.
•	 Do not install on moist surfaces and rainy weather.
•	 Avoid overheating.
•	 Avoid stepping / walking over hot applied 

membrane.

INSTALLATION METHOD
IZOCLASSIC is recommended to be installed in multi 
layers.
•	 Unroll IZOCLASSIC membrane in a straight line 

ensuring side laps of minimum 10cm and end laps 
of 15cm, then re-roll keeping rolls aligned.

•	 Make sure that the heat will melt only the PE films 
and asphalt compound is sufficiently softened.

•	 Ensure that melted bitumen is clearly overflowing 
the side and end lap.

•	 The entire corners, pipes, beams and columns 
section should be waterproofed by cut and fit 
methods prior to the installation of the general 
surface.

•	 The mineral surfaces should be used for exposed 
areas either horizontal or vertical surfaces.

PACKAGING
IZOCLASSIC is manufactured under standard size  
and rolls are palletized and covered with a shrink-
wrapped.

STORAGE AND HANDLING
•	 Keep the material in dry, cool ventilated and 

shaded areas for not more than 12 months.
•	 Do not store exposed in the sun or humid areas.
•	 Do not store pallet above the pallets.

AVAILABLE SIZES
Thickness ± 0.2mm Size ± 1%
3 and 4mm 1x10meters

5mm 1x8meters
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TECHNICAL CHARACTERISTICS
Properties Typical values Tolerance Test method
Reinforcement 160g/m2 180g/m2 ASTM D 5147

Cold flexibility -2 to -5°C -2 to -5°C ASTM D 5147

Maximum tensile force
(23 ± 2°C) 
     Longitudinal
     Transversal

700N/5cm (14KN/m) 
400N/5cm (8KN/m)

800N/5cm (16KN/m)
600N/5cm (12KN/m)

± 20%
± 20% 

UEAtc 2001
(ASTM D 5147)

Ultimate elongation
     Longitudinal
     Transversal

45%
50%

50% 
50%

± 15% 
± 15% 

ASTM D 5147/UEAtc 2001

Shear resistance of 
joints
     Longitudinal
     Transversal

650N/5cm 
350N/5cm

750N/5cm 
550N/5cm

± 20%
± 20% 

UEAtc 2001

Tear strength
     Longitudinal
     Transversal

400N 
300N

500N 
400N 

± 20%
± 20% 

ASTM D 4073

Softening point 150-160°C 150-160°C ASTM D36

Penetration (@25°C) 15-20dmm 15-20dmm ASTM D5

Compound stability No flowing, no drip-
ping at 121°C

No flowing, no drip-
ping at 121°C

ASTM D 5147

Puncture resistance
     To Static load
     To impact

L15
I15

L20
I15

UEAtc 2001
UEAtc 2001

Resistance to
puncture

700N 800N ± 10% ASTM E 154

Water absorption <3.2% <3.2% ASTM D 5147

Water absorption @ 
23±2°C at 24hrs 

<1% <1% ASTM D 5147
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IZOCLASSIC
Torch applied APP modified bituminous membrane reinforced 
with non-woven polyester mat.

DISCLAIMER
While the company guarantees its products against 
defective materials, the use and application of these 
products are made without guarantee since the 
conditions of their application are beyond its control. 
It is recommended to verify with the company that 
the product is suitable for the intended use, and that 
this Data Sheet version is the latest one. The company 
may modify it without prior notice. Technical 
characteristics are listed for guidance only. For more 
information, please contact the company’s office in 
your location.

NOTE
The above shown technical data are results obtained 
in laboratory and extra data can be provided upon 
request. 
The information included on this Technical Data 
Sheet is the sole property of Saint-Gobain Middle 
East Holding SAL. The unauthorized disclosure, use, 
dissemination or copying (either whole or partial) 
of this data sheet or any information it contains, is 
prohibited and subject to legal pursuit.



IZOSAPHIRE
Torch applied APP modified bituminous membrane reinforced 
with non-woven polyester mat.

GENERAL DESCRIPTION
IZOSAPHIRE is a high performance multi-ply pre-
fabricated torch applied APP modified bituminous 
membrane, reinforced with non-woven polyester and 
top surface finished with polyethylene film or fine 
sand or UV Protected with mineral stone or aluminium 
foil.
Izomaks waterproofing compound is formulated by 
Blended with selective grade of bitumen modified 
with attactic polypropylene (APP) polymers that 
provide an Elasto-plastomeric property, when 
combined with its polyester reinforcement, it confers 
good tensile strength, elongation and tear resistance. 
It has excellent dimensional stability and moderate to 
low cold flexibility.
 
APPLICATION AREAS
IZOSAPHIRE is ideal for different types of 
waterproofing areas, such as:
•	 Waterproofing and damp-proofing of foundations.
•	 Waterproofing of retaining walls.
•	 Waterproofing of flat roofs, balconies, terraces 

and wet areas.
•	 For exposed roofs it is recommended to use 

2 layers, the second one being protected with 
Mineral stone or Aluminum foil.

FEATURES
•	 Torch applied quick melt easy to use.
•	 High performance even in cold weather.
•	 High tensile, elongation and tear strength.
•	 Excellent adhesion strength when applied with 

PRIMER D41
•	 High impact and puncture resistance.
•	 Resists attack from salt and alkalis.

QUALITY CONTROL
IZOMAKS INDUSTRIES L.L.C. Manufacturing facility 
is controlled by highly qualified technical team, and 
certified QMS-ISO 9001:2015, HMS-ISO 45001:2018 
and EMS-ISO 14001:2015.

TOOLS REQUIRED
Gas torch, Gas cylinder, measuring tape, trowel, knife, 
marking string etc.

APPLICATION METHOD
SURFACE PREPARATION
All surface imperfections and protrusions are to be 
removed and repaired. Final surface must be clean, 

dry, free from dust, oil and grease, laitance or other 
contaminations. The surface should be sound with no 
cracks and loose particles. 

SURFACE PRIMING
The entire surface must be primed by solvent based 
bituminous primer in compliance with ASTM D-41 
PRIMER D-41

APPLICATION LIMITATION
•	 Use smooth and flat safety shoes and other 

required safety tools.
•	 Do not install on moist surfaces and rainy weather.
•	 Avoid overheating.
•	 Avoid stepping / walking over hot applied 

membrane.

INSTALLATION METHOD
IZOSAPHIRE is recommended to be installed in multi 
layers.
•	 Unroll IZOSAPHIRE membrane in a straight line 

ensuring side laps of minimum 10cm and end laps 
of 15cm, then re-roll keeping rolls aligned.

•	 Make sure that the heat will melt only the PE films 
and asphalt compound is sufficiently softened.

•	 Ensure that melted bitumen is clearly overflowing 
the side and end lap.

•	 The entire corners, pipes, beams and columns 
section should be waterproofed by cut and fit 
methods prior to the installation of the general 
surface.

•	 The mineral surfaces should be used for exposed 
areas either horizontal or vertical surfaces.

PACKAGING
IZOSAPHIRE is manufactured under standard size  
and rolls are palletized and covered with a shrink-
wrapped.

STORAGE AND HANDLING
•	 Keep the material in dry, cool ventilated and 

shaded areas for not more than 12 months.
•	 Do not store exposed in the sun or humid areas.
•	 Do not store pallet above the pallets.

AVAILABLE SIZES
Thickness ± 0.2mm Size ± 1%
3 and 4mm 1x10meters

5mm 1x8meters
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TECHNICAL CHARACTERISTICS
Properties Typical values Tolerance Test method
Reinforcement 160g/m2 180g/m2 ASTM D 5147

Cold flexibility -2 to -5°C -2 to -5°C ASTM D 5147

Maximum tensile force
(23 ± 2°C) 
     Longitudinal
     Transversal

700N/5cm (14KN/m) 
400N/5cm (8KN/m)

800N/5cm (16KN/m)
600N/5cm (12KN/m)

± 20%
± 20% 

UEAtc 2001
(ASTM D 5147)

Ultimate elongation
     Longitudinal
     Transversal

45%
50%

50% 
50%

± 15% 
± 15% 

ASTM D 5147/UEAtc 2001

Shear resistance of 
joints
     Longitudinal
     Transversal

650N/5cm 
350N/5cm

750N/5cm 
550N/5cm

± 20%
± 20% 

UEAtc 2001

Tear strength
     Longitudinal
     Transversal

400N 
300N

500N 
400N 

± 20%
± 20% 

ASTM D 4073

Softening point 150-160°C 150-160°C ASTM D36

Penetration (@25°C) 15-20dmm 15-20dmm ASTM D5

Compound stability No flowing, no drip-
ping at 121°C

No flowing, no drip-
ping at 121°C

ASTM D 5147

Puncture resistance
     To Static load
     To impact

L15
I15

L20
I15

UEAtc 2001
UEAtc 2001

Resistance to
puncture

700N 800N ± 10% ASTM E 154

Water absorption <3.2% <3.2% ASTM D 5147

Water absorption @ 
23±2°C at 24hrs 

<1% <1% ASTM D 5147
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IZOSAPHIRE
Torch applied APP modified bituminous membrane reinforced 
with non-woven polyester mat.

DISCLAIMER
While the company guarantees its products against 
defective materials, the use and application of these 
products are made without guarantee since the 
conditions of their application are beyond its control. 
It is recommended to verify with the company that 
the product is suitable for the intended use, and that 
this Data Sheet version is the latest one. The company 
may modify it without prior notice. Technical 
characteristics are listed for guidance only. For more 
information, please contact the company’s office in 
your location.

NOTE
The above shown technical data are results obtained 
in laboratory and extra data can be provided upon 
request. 
The information included on this Technical Data 
Sheet is the sole property of Saint-Gobain Middle 
East Holding SAL. The unauthorized disclosure, use, 
dissemination or copying (either whole or partial) 
of this data sheet or any information it contains, is 
prohibited and subject to legal pursuit.



IZOGULF SHIELD
Torch applied APP modified bituminous membrane reinforced 
with non-woven polyester mat.

GENERAL DESCRIPTION
IZOGULF SHIELD is a high performance multi-ply pre-
fabricated torch applied APP modified bituminous 
membrane, reinforced with non-woven polyester and 
top surface finished with polyethylene film, fine sand 
or UV protected with mineral stone or aluminium foil.
Izomaks waterproofing compound is formulated by 
Blended with selective grade of bitumen modified with 
attactic polypropylene (APP) polymers that provide 
high tensile, elongation and tear resistance. Excellent 
in dimensional stability & low temperature flexibility. 

APPLICATION AREAS
IZOGULF SHIELD is ideal for different types of 
waterproofing areas, such as:
•	 Waterproofing and damp-proofing of foundations.
•	 Waterproofing of retaining walls.
•	 Waterproofing of flat roofs, balconies, terraces 

and wet areas. 
•	 For exposed roofs it is recommended to use 

2 layers, the second one being protected 
with Mineral stone or Aluminum foil. 

FEATURES
•	 Torch applied quick melt easy to use.
•	 High performance even in cold weather.
•	 High tensile, elongation and tear strength.
•	 Excellent adhesion strength when used with 

PRIMER D41
•	 High impact and puncture resistance.
•	 Resists attack from salt and alkalis.

QUALITY CONTROL
IZOMAKS INDUSTRIES L.L.C. Manufacturing facility 
is controlled by highly qualified technical team and 
certified QMS-ISO 9001:2015, HMS-ISO 45001:2018 
and EMS-ISO 14001:2015.

TOOLS REQUIRED
Gas torch, Gas cylinder, measuring tape, trowel, knife, 
marking string etc.

APPLICATION METHOD
SURFACE PREPARATION
All surface imperfections and protrusions are to be 
removed and repaired. Final surface must be clean, 
dry, free from dust, oil and grease, laitance or other 
contaminations. The surface should be sound with no 
cracks and loose particles. 

SURFACE PRIMING
The entire surface must be primed by solvent based 
bituminous primer in compliance with ASTM D-41 
PRIMER D-41

APPLICATION LIMITATION
•	 Use smooth and flat safety shoes and other 

required safety tools.
•	 Do not install on moist surfaces and rainy weather.
•	 Avoid overheating.
•	 Avoid stepping / walking over hot applied 

membrane.

INSTALLATION METHOD
IZOGULF SHIELD is recommended to be installed in 
multi layers.
•	 Unroll IZOGULF SHIELD membrane in a straight 

line ensuring side laps of minimum 10cm and end 
laps of 15cm, then re-roll keeping rolls aligned.

•	 Make sure that the heat will melt only the PE films 
and asphalt compound is sufficiently softened.

•	 Ensure that melted bitumen is clearly overflowing 
the side and end lap.

•	 The entire corners, pipes, beams and columns 
section should be waterproofed by cut and fit 
methods prior to the installation of the general 
surface.

•	 The mineral surfaces should be used for exposed 
areas either horizontal or vertical surfaces.

PACKAGING
IZOGULF SHIELD is manufactured under standard 
size  and rolls are palletized and covered with a 
shrink-wrapped.

STORAGE AND HANDLING
•	 Keep the material in dry, cool ventilated and 

shaded areas for not more than 12 months.
•	 Do not store exposed in the sun or humid areas.
•	 Do not store pallet above the pallets.

AVAILABLE SIZES
Thickness ± 0.2mm Size ± 1%
3 and 4mm 1x10meters

5mm 1x8meters
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TECHNICAL CHARACTERISTICS
Properties Typical values Tolerance Test method
Reinforcement Non-woven Polyester

Cold flexibility -2°C ASTM D 5147

Maximum tensile force
(23 ± 2°C) 
     Longitudinal
     Transversal

600N/5cm (12KN/m) 
350N/5cm (7KN/m)

± 20%
± 20% 

UEAtc 2001
(ASTM D 5147)

Ultimate elongation
     Longitudinal
     Transversal

45%
45%

± 15% 
± 15% 

ASTM D 5147/UEAtc 2001

Shear resistance of joints
     Longitudinal
     Transversal

550N/5cm 
350N/5cm

± 20%
± 20% UEAtc 2001

Tear strength
     Longitudinal
     Transversal

300N 
200N

± 20%
± 20% 

ASTM D 4073

Softening point 150-160°C ASTM D36

Penetration (@25°C) 15-20dmm ASTM D5

Compound stability No flowing, no dripping at 
121°C

ASTM D 5147

Puncture resistance
     To Static load
     To impact

L15
I20

UEAtc 2001
UEAtc 2001

Resistance to
puncture

500N ± 10% ASTM E 154

Water absorption <3.2% ASTM D 5147

Water absorption @ 23±2°C at 24hrs <1% ASTM D 5147
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IZOGULF SHIELD
Torch applied APP modified bituminous membrane reinforced 
with non-woven polyester mat.

DISCLAIMER
While the company guarantees its products against 
defective materials, the use and application of these 
products are made without guarantee since the 
conditions of their application are beyond its control. 
It is recommended to verify with the company that 
the product is suitable for the intended use, and that 
this Data Sheet version is the latest one. The company 
may modify it without prior notice. Technical 
characteristics are listed for guidance only. For more 
information, please contact the company’s office in 
your location.

NOTE
The above shown technical data are results obtained 
in laboratory and extra data can be provided upon 

request. 
The information included on this Technical Data 
Sheet is the sole property of Saint-Gobain Middle 
East Holding SAL. The unauthorized disclosure, use, 
dissemination or copying (either whole or partial) 
of this data sheet or any information it contains, is 
prohibited and subject to legal pursuit.



IZOPOLYMAX
Torch applied APP modified bituminous membrane reinforced 
with non-woven polyester mat.

GENERAL DESCRIPTION
IZOPOLYMAX is a high performance multi-ply pre-
fabricated torch applied APP modified bituminous 
membrane, reinforced with non-woven polyester and 
top surface finished with polyethylene film, fine sand 
or UV protected with mineral stone or aluminium foil.
Izomaks waterproofing compound is formulated by 
Blended with selective grade of bitumen modified with 
attactic polypropylene (APP) polymers that provide 
high tensile, elongation and tear resistance. Excellent 
in dimensional stability & low temperature flexibility. 

APPLICATION AREAS
IZOPOLYMAX is ideal for different types of 
waterproofing areas, such as:
•	 Waterproofing and damp-proofing of foundations.
•	 Waterproofing of retaining walls.
•	 Waterproofing of flat roofs, balconies, terraces 

and wet areas. 
•	 For exposed roofs it is recommended to use 

2 layers, the second one being protected 
with Mineral stone or Aluminum foil. 

FEATURES
•	 Torch applied quick melt easy to use.
•	 High performance even in cold weather.
•	 High tensile, elongation and tear strength.
•	 Excellent adhesion strength when used with 

PRIMER D-41
•	 High impact and puncture resistance.
•	 Resists attack from salt and alkalis.

QUALITY CONTROL
IZOMAKS INDUSTRIES L.L.C. Manufacturing facility 
is controlled by highly qualified technical team and 
certified QMS-ISO 9001:2015, HMS-ISO 45001:2018 
and EMS-ISO 14001:2015.

TOOLS REQUIRED
Gas torch, Gas cylinder, measuring tape, trowel, knife, 
marking string etc.

APPLICATION METHOD
SURFACE PREPARATION
All surface imperfections and protrusions are to be 
removed and repaired. Final surface must be clean, 
dry, free from dust, oil and grease, laitance or other 
contaminations. The surface should be sound with no 
cracks and loose particles. 

SURFACE PRIMING
The entire surface must be primed by solvent based 
bituminous primer in compliance with ASTM D-41 
PRIMER D-41

APPLICATION LIMITATION
•	 Use smooth and flat safety shoes and other 

required safety tools.
•	 Do not install on moist surfaces and rainy weather.
•	 Avoid overheating.
•	 Avoid stepping / walking over hot applied 

membrane.

INSTALLATION METHOD
IZOPOLYMAX is recommended to be installed in 
multi layers.
•	 Unroll IZOPOLYMAX membrane in a straight line 

ensuring side laps of minimum 10cm and end laps 
of 15cm, then re-roll keeping rolls aligned.

•	 Make sure that the heat will melt only the PE films 
and asphalt compound is sufficiently softened.

•	 Ensure that melted bitumen is clearly overflowing 
the side and end lap.

•	 The entire corners, pipes, beams and columns 
section should be waterproofed by cut and fit 
methods prior to the installation of the general 
surface.

•	 The mineral surfaces should be used for exposed 
areas either horizontal or vertical surfaces.

PACKAGING
IZOPOLYMAX is manufactured under standard size  
and rolls are palletized and covered with a shrink-
wrapped.

STORAGE AND HANDLING
•	 Keep the material in dry, cool ventilated and 

shaded areas for not more than 12 months.
•	 Do not store exposed in the sun or humid areas.
•	 Do not store pallet above the pallets.

AVAILABLE SIZES
Thickness ± 0.2mm Size ± 1%
3 and 4mm 1x10meters

5mm 1x8meters
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TECHNICAL CHARACTERISTICS
Properties Typical values Tolerance Test method
Reinforcement Non-woven Polyester

Cold flexibility -2°C ASTM D 5147

Maximum tensile force
(23 ± 2°C) 
     Longitudinal
     Transversal

600N/5cm (12KN/m) 
350N/5cm (7KN/m)

± 20%
± 20% 

UEAtc 2001
(ASTM D 5147)

Ultimate elongation
     Longitudinal
     Transversal

45%
45%

± 15% 
± 15% 

ASTM D 5147/UEAtc 2001

Shear resistance of joints
     Longitudinal
     Transversal

550N/5cm 
350N/5cm

± 20%
± 20% UEAtc 2001

Tear strength
     Longitudinal
     Transversal

300N 
200N

± 20%
± 20% 

ASTM D 4073

Softening point 150-160°C ASTM D36

Penetration (@25°C) 15-20dmm ASTM D5

Compound stability No flowing, no dripping at 
121°C

ASTM D 5147

Puncture resistance
     To Static load
     To impact

L15
I20

UEAtc 2001
UEAtc 2001

Resistance to
puncture

500N ± 10% ASTM E 154

Water absorption <3.2% ASTM D 5147

Water absorption @ 23±2°C at 24hrs <1% ASTM D 5147
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IZOPOLYMAX
Torch applied APP modified bituminous membrane reinforced 
with non-woven polyester mat.

DISCLAIMER
While the company guarantees its products against 
defective materials, the use and application of these 
products are made without guarantee since the 
conditions of their application are beyond its control. 
It is recommended to verify with the company that 
the product is suitable for the intended use, and that 
this Data Sheet version is the latest one. The company 
may modify it without prior notice. Technical 
characteristics are listed for guidance only. For more 
information, please contact the company’s office in 
your location.

NOTE
The above shown technical data are results obtained 
in laboratory and extra data can be provided upon 
request. 
The information included on this Technical Data 
Sheet is the sole property of Saint-Gobain Middle 
East Holding SAL. The unauthorized disclosure, use, 
dissemination or copying (either whole or partial) 
of this data sheet or any information it contains, is 
prohibited and subject to legal pursuit.



IZOPOLYSTAR
Torch applied APP modified bituminous membrane reinforced 
with non-woven polyester mat.

GENERAL DESCRIPTION
IZOPOLYSTAR is a high performance multi-ply pre-
fabricated torch applied APP modified bituminous 
membrane, reinforced with non-woven polyester and 
top surface finished with polyethylene film, fine sand 
or UV protected with mineral stone or aluminium foil.
Izomaks waterproofing compound is formulated by 
Blended with selective grade of bitumen modified with 
attactic polypropylene (APP) polymers that provide 
high tensile, elongation and tear resistance. Excellent 
in dimensional stability & low temperature flexibility. 

APPLICATION AREAS
IZOPOLYSTAR is ideal for different types of 
waterproofing areas, such as:
•	 Waterproofing and damp-proofing of foundations.
•	 Waterproofing of retaining walls.
•	 Waterproofing of flat roofs, balconies, terraces 

and wet areas. 
•	 For exposed roofs it is recommended to use 

2 layers, the second one being protected 
with Mineral stone or Aluminum foil. 

FEATURES
•	 Torch applied quick melt easy to use.
•	 High performance even in cold weather.
•	 High tensile, elongation and tear strength.
•	 Excellent adhesion strength when used with 

PRIMER D41
•	 High impact and puncture resistance.
•	 Resists attack from salt and alkalis.

QUALITY CONTROL
IZOMAKS INDUSTRIES L.L.C. Manufacturing facility 
is controlled by highly qualified technical team and 
certified QMS-ISO 9001:2015, HMS-ISO 45001:2018 
and EMS-ISO 14001:2015.

TOOLS REQUIRED
Gas torch, Gas cylinder, measuring tape, trowel, knife, 
marking string etc.

APPLICATION METHOD
SURFACE PREPARATION
All surface imperfections and protrusions are to be 
removed and repaired. Final surface must be clean, 
dry, free from dust, oil and grease, laitance or other 
contaminations. The surface should be sound with no 
cracks and loose particles. 

SURFACE PRIMING
The entire surface must be primed by solvent based 
bituminous primer in compliance with ASTM D-41 
PRIMER D-41

APPLICATION LIMITATION
•	 Use smooth and flat safety shoes and other 

required safety tools.
•	 Do not install on moist surfaces and rainy weather.
•	 Avoid overheating.
•	 Avoid stepping / walking over hot applied 

membrane.

INSTALLATION METHOD
IZOPOLYSTAR is recommended to be installed in 
multi layers.
•	 Unroll IZOPOLYSTAR membrane in a straight line 

ensuring side laps of minimum 10cm and end laps 
of 15cm, then re-roll keeping rolls aligned.

•	 Make sure that the heat will melt only the PE films 
and asphalt compound is sufficiently softened.

•	 Ensure that melted bitumen is clearly overflowing 
the side and end lap.

•	 The entire corners, pipes, beams and columns 
section should be waterproofed by cut and fit 
methods prior to the installation of the general 
surface.

•	 The mineral surfaces should be used for exposed 
areas either horizontal or vertical surfaces.

PACKAGING
IZOPOLYSTAR is manufactured under standard size  
and rolls are palletized and covered with a shrink-
wrapped.

STORAGE AND HANDLING
•	 Keep the material in dry, cool ventilated and 

shaded areas for not more than 12 months.
•	 Do not store exposed in the sun or humid areas.
•	 Do not store pallet above the pallets.

AVAILABLE SIZES
Thickness ± 0.2mm Size ± 1%
3 and 4mm 1x10meters

5mm 1x8meters
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TECHNICAL CHARACTERISTICS
Properties Typical values Tolerance Test method
Reinforcement Non-woven Polyester

Cold flexibility -2°C ASTM D 5147

Maximum tensile force
(23 ± 2°C) 
     Longitudinal
     Transversal

600N/5cm (12KN/m) 
350N/5cm (7KN/m)

± 20%
± 20% 

UEAtc 2001
(ASTM D 5147)

Ultimate elongation
     Longitudinal
     Transversal

45%
45%

± 15% 
± 15% 

ASTM D 5147/UEAtc 2001

Shear resistance of joints
     Longitudinal
     Transversal

550N/5cm 
350N/5cm

± 20%
± 20% UEAtc 2001

Tear strength
     Longitudinal
     Transversal

300N 
200N

± 20%
± 20% 

ASTM D 4073

Softening point 150-160°C ASTM D36

Penetration (@25°C) 15-20dmm ASTM D5

Compound stability No flowing, no dripping at 
121°C

ASTM D 5147

Puncture resistance
     To Static load
     To impact

L15
I20

UEAtc 2001
UEAtc 2001

Resistance to
puncture

500N ± 10% ASTM E 154

Water absorption <3.2% ASTM D 5147

Water absorption @ 23±2°C at 24hrs <1% ASTM D 5147
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IZOPOLYSTAR
Torch applied APP modified bituminous membrane reinforced 
with non-woven polyester mat.

DISCLAIMER
While the company guarantees its products against 
defective materials, the use and application of these 
products are made without guarantee since the 
conditions of their application are beyond its control. 
It is recommended to verify with the company that 
the product is suitable for the intended use, and that 
this Data Sheet version is the latest one. The company 
may modify it without prior notice. Technical 
characteristics are listed for guidance only. For more 
information, please contact the company’s office in 
your location.

NOTE
The above shown technical data are results obtained 

in laboratory and extra data can be provided upon 
request. 
The information included on this Technical Data 
Sheet is the sole property of Saint-Gobain Middle 
East Holding SAL. The unauthorized disclosure, use, 
dissemination or copying (either whole or partial) 
of this data sheet or any information it contains, is 
prohibited and subject to legal pursuit.







IZOPOLYONE FG
Torch applied APP modified bituminous membrane reinforced 
with Fiber Glass.

GENERAL DESCRIPTION
IZOPOLYONE FG is a high performance multi-ply pre-
fabricated torch applied APP modified bituminous 
membrane, reinforced with Fiber Glass and top 
surface finished with polyethylene film.
Izomaks waterproofing compound is formulated by 
Blended with selective grade of bitumen modified 
with attactic polypropylene (APP) polymers that 
provide an Elasto-plastomeric property, when 
combined with its Fiberglass reinforcement, it confers 
good  dimensional stability and moderate to low cold 
flexibility

APPLICATION AREAS
IZOPOLYONE FG is ideal for different types of 
waterproofing areas, such as:
•	 First layer in a multilayer APP waterproofing 

system.
•	 Protection layer in a multi layer waterproofing 

system of APP membranes.
•	 Reinforcing angle at corners of parapets and up 

stands.

FEATURES
•	 Torch applied quick melt easy to use.
•	 Excellent adhesion strength when applied with 

PRIMER D-41
•	 Resists attack from salt and alkalis.

QUALITY CONTROL
IZOMAKS INDUSTRIES L.L.C. Manufacturing facility 
is controlled by highly qualified technical team and 
certified QMS-ISO 9001:2015, HMS-ISO 45001:2018 
and EMS-ISO 14001:2015.

TOOLS REQUIRED
Gas torch, Gas cylinder, measuring tape, trowel, knife, 
marking string etc.

APPLICATION METHOD
SURFACE PREPARATION
All surface imperfections and protrusions are to be 
removed and repaired. Final surface must be clean, 
dry, free from dust, oil and grease, laitance or other 
contaminations. The surface should be sound with no 
cracks and loose particles. 

SURFACE PRIMING
The entire surface must be primed by solvent based 
bituminous primer in compliance with ASTM D-41 
PRIMER D-41

APPLICATION LIMITATION
•	 Use smooth and flat safety shoes and other 

required safety tools.
•	 Do not install on moist surfaces and rainy weather.
•	 Avoid overheating.
•	 Avoid stepping / walking over hot applied 

membrane.

INSTALLATION METHOD
IZOPOLYONE FG is recommended to be installed in 
multi layers.
•	 Unroll IZOPOLYONE FG membrane in a straight 

line ensuring side laps of minimum 10cm and end 
laps of 15cm, then re-roll keeping rolls aligned.

•	 Make sure that the heat will melt only the PE films 
and asphalt compound is sufficiently softened.

•	 Ensure that melted bitumen is clearly overflowing 
the side and end lap.

•	 The entire corners, pipes, beams and columns 
section should be waterproofed by cut and fit 
methods prior to the installation of the general 
surface.

•	 The mineral surfaces should be used for exposed 
areas either horizontal or vertical surfaces.

PACKAGING
IZOPOLYONE FG is manufactured under standard 
size  and rolls are palletized and covered with a 
shrink-wrapped.

STORAGE AND HANDLING
•	 Keep the material in dry, cool ventilated and 

shaded areas for not more than 12 months.
•	 Do not store exposed in the sun or humid areas.
•	 Do not store pallet above the pallets.

AVAILABLE SIZES
Thickness ± 0.2mm Size ± 1%
1 and 2mm 1x20meters

2.5mm 1x15meters

3 and 4mm 1x10meters
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TECHNICAL CHARACTERISTICS
Properties Typical values Tolerance Test method
Reinforcement Glass Fiber

Cold flexibility 0 to -2°C ASTM D 5147

Maximum tensile force
(23 ± 2°C) 
     Longitudinal
     Transversal

300N/5cm (6KN/m) 
150N/5cm (3KN/m)

± 20%
± 20% 

UEAtc 2001
(ASTM D 5147)

Ultimate elongation
     Longitudinal
     Transversal

5-10%
5-10%

± 15% 
± 15% 

ASTM D 5147/UEAtc 2001

Shear resistance of joints
     Longitudinal
     Transversal

300N/5cm 
150N/5cm

± 20%
± 20% UEAtc 2001

Tear strength
     Longitudinal
     Transversal

200N 
100N

± 20%
± 20% 

ASTM D 4073

Softening point 150-160°C ASTM D36

Penetration (@25°C) 15-20dmm ASTM D5

Compound stability No flowing, no dripping at 
121°C

ASTM D 5147

Puncture resistance
     To Static load
     To impact

L10
I25

UEAtc 2001
UEAtc 2001

Resistance to
puncture

250N ± 10% ASTM E 154

Water absorption <3.2% ASTM D 5147

Water absorption @ 23±2°C at 
24hrs 

<1% ASTM D 5147
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IZOPOLYONE FG
Torch applied APP modified bituminous membrane reinforced 
with Fiber Glass.

DISCLAIMER
While the company guarantees its products against 
defective materials, the use and application of these 
products are made without guarantee since the 
conditions of their application are beyond its control. 
It is recommended to verify with the company that 
the product is suitable for the intended use, and that 
this Data Sheet version is the latest one. The company 
may modify it without prior notice. Technical 
characteristics are listed for guidance only. For more 
information, please contact the company’s office in 
your location.

NOTE
The above shown technical data are results obtained 
in laboratory and extra data can be provided upon 

request. 
The information included on this Technical Data 
Sheet is the sole property of Saint-Gobain Middle 
East Holding SAL. The unauthorized disclosure, use, 
dissemination or copying (either whole or partial) 
of this data sheet or any information it contains, is 
prohibited and subject to legal pursuit.



IZOPOLYMASTER
Torch applied oxidized bitumen waterproofing membrane
reinforced with non-woven polyester. 

GENERAL DESCRIPTION
IZOPOLYMASTER is a high performance multi-ply 
pre-fabricated torch applied oxidized bituminous 
membrane, reinforced with non-woven polyester and 
top surface finished with polyethylene film, or fine 
sand or UV protected with mineral stone or aluminium 
foil.
Izomaks waterproofing compound is formulated by 
Blended with selective grade of oxidized bitumen 
that provides quick application by fast melting to 
be used in certain of waterproofing applications & 
protection against damps.

APPLICATION AREAS
IZOPOLYMASTER is ideal for different types of 
waterproofing areas, such as:
•	 Waterproofing and damp-proofing of backfilled  

foundations.
•	 Waterproofing of retaining walls
•	 Waterproofing of balconies and wet areas.
•	 Vapor barrier below thermal insulation in roofing 

systems

FEATURES
•	 Torch applied quick melt easy to use.
•	 Excellent adhesion strength when used with 

PRIMER D-41.
•	 High impact and puncture resistance.
•	 Resists attack from salt and alkalis.

QUALITY CONTROL
IZOMAKS INDUSTRIES L.L.C. Manufacturing facility 
is controlled by highly qualified technical team and 
certified QMS-ISO 9001:2015, HMS-ISO 45001:2018 
and EMS-ISO 14001:2015.

TOOLS REQUIRED
Gas torch, Gas cylinder, measuring tape, trowel, knife, 
marking string etc.

APPLICATION METHOD
SURFACE PREPARATION
All surface imperfections and protrusions are to be 
removed and repaired. Final surface must be clean, 
dry, free from dust, oil and grease, laitance or other 
contaminations. The surface should be sound with no 
cracks and loose particles. 

SURFACE PRIMING
The entire surface must be primed by solvent based 

bituminous primer in compliance with ASTM D-41 
PRIMER D-41

APPLICATION LIMITATION
•	 Use smooth and flat safety shoes and other 

required safety tools.
•	 Do not install on moist surfaces and rainy weather.
•	 Avoid overheating.
•	 Avoid stepping / walking over hot applied 

membrane.

INSTALLATION METHOD
IZOPOLYMASTER is recommended to be installed in 
multi layers.
•	 Unroll IZOPOLYMASTER membrane in a straight 

line ensuring side laps of minimum 10cm and end 
laps of 15cm, then re-roll keeping rolls aligned.

•	 Make sure that the heat will melt only the PE films 
and asphalt compound is sufficiently softened.

•	 Ensure that melted bitumen is clearly overflowing 
the side and end lap.

•	 The entire corners, pipes, beams and columns 
section should be waterproofed by cut and fit 
methods prior to the installation of the general 
surface.

•	 The mineral surfaces should be used for exposed 
areas either horizontal or vertical surfaces.

PACKAGING
IZOPOLYMASTER is manufactured under standard 
size  and rolls are palletized and covered with a 
shrink-wrapped.

STORAGE AND HANDLING
•	 Keep the material in dry, cool ventilated and 

shaded areas for not more than 12 months.
•	 Do not store exposed in the sun or humid areas.
•	 Do not store pallet above the pallets.

AVAILABLE SIZES
Thickness ± 0.2mm Size ± 1%
3 and 4mm 1x10meters

5mm 1x8meters
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TECHNICAL CHARACTERISTICS
Properties Typical values Tolerance Test method
Reinforcement 160g/m2 180g/m2 200g/m2 ASTM D 5147

Cold flexibility +5 to 0°C +5 to 0°C +5 to 0°C ASTM D 5147

Maximum tensile force
(23 ± 2°C) 
     Longitudinal
     Transversal

700N/5cm 
(14KN/m) 
400N/5cm 
(8KN/m)

800N/5cm 
(16KN/m)
600N/5cm 
(12KN/m)

900N/5cm 
(18KN/m) 
700N/5cm 
(14KN/m)

± 20%

± 20% 

UEAtc 2001
(ASTM D 5147)

Ultimate elongation
     Longitudinal
     Transversal

45%
50%

50% 
50%

50%
50%

± 15% 
± 15% 

ASTM D 5147/
UEAtc 2001

Shear resistance of joints
     Longitudinal
     Transversal 650N/5cm 

350N/5cm
750N/5cm 
550N/5cm

850N/5cm 
600N/5cm

± 20%
± 20% 

UEAtc 2001

Tear strength
     Longitudinal
     Transversal

400N 
300N

500N 
400N 

600N 
450N

± 20%
± 20% 

ASTM D 4073

Softening point 100-110°C 100-110°C 100-110°C ASTM D36

Penetration (@25°C) 10-15dmm 10-15dmm 10-15dmm ASTM D5

Compound stability No flowing, no 
dripping at 80°C

No flowing, 
no dripping 
at 80°C

No flowing, 
no dripping at 
80°C

ASTM D 5147

Puncture resistance
     To Static load
     To impact

L15
I15

L20
I15

L25
I10

UEAtc 2001
UEAtc 2001

Resistance to
puncture

700N 800N 1000N ± 10% ASTM E 154

Water absorption <3.2% <3.2% <3.2% ASTM D 5147

Water absorption @ 
23±2°C at 24hrs 

<1% <1% <1% ASTM D 5147
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IZOPOLYMASTER
Torch applied oxidized bitumen waterproofing membrane
reinforced with non-woven polyester. 

DISCLAIMER
While the company guarantees its products against 
defective materials, the use and application of these 
products are made without guarantee since the 
conditions of their application are beyond its control. 
It is recommended to verify with the company that 
the product is suitable for the intended use, and that 
this Data Sheet version is the latest one. The company 
may modify it without prior notice. Technical 
characteristics are listed for guidance only. For more 
information, please contact the company’s office in 
your location.

NOTE
The above shown technical data are results obtained 
in laboratory and extra data can be provided upon 
request. 
The information included on this Technical Data 
Sheet is the sole property of Saint-Gobain Middle 
East Holding SAL. The unauthorized disclosure, use, 
dissemination or copying (either whole or partial) 
of this data sheet or any information it contains, is 
prohibited and subject to legal pursuit.



IZOPROTECT BOARD PY
Torch applied semi-rigid bituminous protection board 
with double reinforcement of non-woven polyester.

GENERAL DESCRIPTION
IZOPROTECT BOARD PY is a torch applied semi-rigid 
bituminous protection board, reinforced with double 
carrier of non-woven polyester with high puncture, 
and heat resistance to protect waterproof membrane 
against mechanically stress and impact due to sharp 
aggregate during back filling.

APPLICATION AREAS
IZOPROTECT BOARD PY is  ideal for protection of  
waterproofing membranes in:
•	 Below or above ground
•	 Retaining walls & columns
•	 Basements and foundations

FEATURES
•	 Torch applied easy to use.
•	 Compatible with waterproofing membrane and 

liquid coating.
•	 Excellent ahesion strength.
•	 High impact and puncture resistance.
•	 Resists attack from salt and alkalis.

QUALITY CONTROL
IZOMAKS INDUSTRIES L.L.C. Manufacturing facility 
is controlled by high quality technical people 
and certified with QMS-ISO 9001:2015, HMS-ISO 
45001:2018 and EMS-ISO 14001:2015.

TOOLS REQUIRED
Gas torch, gas cylinder, measuring tape, trowel, knife, 
marking string etc.

APPLICATION METHOD
HORIZONTAL SURFACE
Place the protection board over applied waterproofing 
membrane in a series without maintaining any gaps 
including over and end laps with fully bonded torched 
applied from the low points and press firmly to achieve 
complete adhesion with the membrane surface. for 
intersections and protrusions can be applied by cut 
and fit methods.

VERTICAL SURFACE 
Place the protection boards over vertical waterproof 
surfaces with fully bonded torched applied from the 
low points and press firmly over the surface keep 
hold till it sets.

BACKFILLING
Backfilling against vertical surfaces should be done 
within 48 hours after protection board installation 
has been done.

APPLICATION LIMITATION
•	 Avoid installation of protection board in the same 

day of waterproofing application.
•	 Do not install in moist surfaces or raining days.
•	 Avoid overheating.
•	 Avoid backfilling same days when protection has 

been done

PACKAGING
IZOPROTECT BOARD PY is manufactured under 
standard size 1x2 meters. And boards are palletized 
and covered with a shrink wrapped.

STORAGE AND HANDLING
•	 Keep the material in dry, cool ventilated and 

shaded areas for not more than 6 months.
•	 Do not store exposed in the sun or humid areas.
•	 Do not store pallet above the pallets.

AVAILABLE SIZES
Thickness ± 0.2mm Size ± 1%
3, 4 and 6mm 1x2meters
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TECHNICAL CHARACTERISTICS
Properties Typical Values Test method
Thickness 3mm 4mm 6mm

Reinforcement Double carriers 
polyester of non-
woven

Double carriers 
polyester of non-
woven

Double carriers 
polyester of non-
woven

Softening point 140-160°C 140-160°C 140-160°C ASTM D36

Penetration (@25°C) 6-12dmm 6-12dmm 6-12dmm ASTM D5

Compound stability No flowing, no drip-
ping at 121°C

No flowing, no drip-
ping at 121°C

No flowing, no drip-
ping at 121°C

ASTM D 5147

Puncture resistance
     To Static load
     To impact

L15
I15

L15
I15

L25
I10

UEAtc 2001
UEAtc 2001

Resistance to
puncture

800N 1000N 1200N ASTM E 154

Water absorption <10% <10% <10% ASTM D 5147

Bitumen content 50% maximum 50% maximum 50% maximum ASTM D 4

Mass per unit area 4kg/m2 5kg/m2 5kg/m2 ASTM D 5147

DISCLAIMER
While the company guarantees its products against 
defective materials, the use and application of these 
products are made without guarantee since the 
conditions of their application are beyond its control. 
It is recommended to verify with the company that 
the product is suitable for the intended use, and that 
this Data Sheet version is the latest one. The company 
may modify it without prior notice. Technical 
characteristics are listed for guidance only. For more 
information, please contact the company’s office in 
your location.

NOTE
The above shown technical data are results obtained 
in laboratory and extra data can be provided upon 
request. 
The information included on this Technical Data 
Sheet is the sole property of Saint-Gobain Middle 
East Holding SAL. The unauthorized disclosure, use, 
dissemination or copying (either whole or partial) 
of this data sheet or any information it contains, is 
prohibited and subject to legal pursuit.
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No deterioration

IZOPROTECT BOARD PY
Torch applied semi-rigid bituminous protection board 
with double reinforcement of non-woven polyester.







IZOPROTECT ROLL
Torch applied APP modified bituminous membrane

GENERAL DESCRIPTION
IZOPROTECT ROLL is a torch applied APP modified 
bituminous membrane, reinforced with a carrier of 
polyester coumpound based with high puncture, and 
heat resistance to protect waterproof membrane 
against mechanically stress and impact due to sharp 
aggregate during back filling.

APPLICATION AREAS
IZOPROTECT ROLL is  ideal for protection of  
waterproofing membranes in:
•	 Below or above ground
•	 Retaining walls & columns
•	 Basements and foundations

FEATURES
•	 Torch applied easy to use.
•	 Compatible with waterproofing membrane and 

liquid coating.
•	 Excellent ahesion strength.
•	 High impact and puncture resistance.
•	 Resists attack from salt and alkalis.

QUALITY CONTROL
IZOMAKS INDUSTRIES L.L.C. Manufacturing facility 
is controlled by high quality technical people 
and certified with QMS-ISO 9001:2015, HMS-ISO 
45001:2018 and EMS-ISO 14001:2015.

TOOLS REQUIRED
Gas torch, gas cylinder, measuring tape, trowel, knife, 
marking string etc.

APPLICATION METHOD
HORIZONTAL SURFACE
Place the bituminous roll over applied waterproofing 
membrane in a series without maintaining any 
gaps including over and end laps with fully bonded 
torched applied from the low points and press firmly 
to achieve complete adhesion with the membrane 
surface. For intersections and protrusions can be 
applied by cut and fit methods.

VERTICAL SURFACE 
Place the bituminous roll over vertical waterproof 
surfaces with fully bonded torched applied from the 
low points and press firmly over the surface keep 
hold till it sets.

BACKFILLING
Backfilling against vertical surfaces should be done 
within 48 hours after protection board installation 
has been done.

APPLICATION LIMITATION
•	 Avoid installation of protection roll in the same 

day of waterproofing application.
•	 Do not install in moist surfaces or raining days.
•	 Avoid overheating.
•	 Avoid backfilling same days when protection has 

been done

PACKAGING
IZOPROTECT ROLL is manufactured under standard 
size and rolls are palletized and covered with a 
shrink-wrapped.

STORAGE AND HANDLING
•	 Keep the material in dry, cool ventilated and 

shaded areas for not more than 6 months.
•	 Do not store exposed in the sun or humid areas.
•	 Do not store pallet above the pallets.

AVAILABLE SIZES
Thickness ± 0.2mm Size ± 1%
3 and 4mm 1x10meters
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TECHNICAL CHARACTERISTICS
Properties Typical Values Test method
Thickness 3mm 4mm

Reinforcement Double carriers 
compound based

Double carriers 
compound based

Softening point 140-160°C 140-160°C ASTM D36

Penetration (@25°C) 6-12dmm 6-12dmm ASTM D5

Compound stability No flowing, no dripping 
at 121°C

No flowing, no drip-
ping at 121°C

ASTM D 5147

Puncture resistance
     To Static load
     To impact

L10
I25

L10
I25

UEAtc 2001
UEAtc 2001

Resistance to
puncture

200N 300N ASTM E 154

Water absorption <10% <10% ASTM D 5147

Bitumen content 50% maximum 50% maximum ASTM D 4

Mass per unit area 4kg/m2 5kg/m2 ASTM D 5147

DISCLAIMER
While the company guarantees its products against 
defective materials, the use and application of these 
products are made without guarantee since the 
conditions of their application are beyond its control. 
It is recommended to verify with the company that 
the product is suitable for the intended use, and that 
this Data Sheet version is the latest one. The company 
may modify it without prior notice. Technical 
characteristics are listed for guidance only. For more 
information, please contact the company’s office in 
your location.

NOTE
The above shown technical data are results obtained 
in laboratory and extra data can be provided upon 
request. 
The information included on this Technical Data 
Sheet is the sole property of Saint-Gobain Middle 
East Holding SAL. The unauthorized disclosure, use, 
dissemination or copying (either whole or partial) 
of this data sheet or any information it contains, is 
prohibited and subject to legal pursuit.
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IZOPROTECT ROLL
Torch applied APP modified bituminous membrane



IZOPRIMER D-41
Cold applied fast drying primer for general purpose

GENERAL DESCRIPTION
IZOPRIMER D-41 is a premium quality, cold applied, 
fast curing primer. It complies with the requirements 
and specifications of ASTM D-41 standard, which is 
blended with selective grade of oxidized bitumen and 
fast curing solvents, wetting and saturation additives.
 
SCOPE OF USE
IZOPRIMER D-41 is a universal primer, that can be 
used on concrete, bricks, metal wall surface and for 
waterproofing below or above ground level.
It helps the waterproofing materials to adhere better 
to the application of modified bituminous membranes.

APPLICATION METHOD
Surface should be clean, dry and free from oil, grease 
and any other contamination. IZOPRIMER D-41 
should be thoroughly stirred before use and applied 
to the substrate by soft brush, roller or spray at the 
rate of (200-300g/m2). Before applying subsequent, 
layers should be allowed to dry.

CLEANING
•	 TOOLS: Clean with petroleum solvents.
•	 HANDS: Use a hand cleaner or solvent followed 

by soap and water.

HEALTH AND SAFETY
Contains petroleum grades of solvent; flammable; 

keep away from open fire, spark or other ignition 
sources.
Wear protective clothes, safety shoes, gloves and 
goggles.
•	 FIRE: Flammable when wet flash point 40°C
•	 SKIN: Avoid repeated or prolonged skin contact; 

if contact occurs remove with hand cleaner that 
removes oil and grease; when clean with soap and 
water.

•	 EYES: No special precautions required. But if eyes 
contact cause irritation, flush with clean water,

PACKAGING
Available in 200kg, 100kg and 18L

STORAGE AND HANDLING
IZOPRIMER D-41 should be stored under ventilated 
covered store at temperature between 5°C and 30°C.
The shelf life of 12 months can be expected for 
unopened containers stored properly

COVERAGE
At the rate of (0.2-0.3) L/m2 by roller, soft brush or 
spray to dump or dry surfaces.

STANDARD
Exceed the performance requirements of ASTM D-41
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TECHNICAL CHARACTERISTICS
Properties Typical values Test method

Minimum Maximum
Saybolt furol viscosity at 25°C 75 125 ASTM D88

Flash point (tag open cup) 40°C - ASTM D 3143

Density kg/L at 25°C 0.85 0.90 ASTM D-41

Bitumen softening point 90°C 100°C ASTM D36

Distillation (Distillate, vol% of 
total distillate to 360°C)
        Up to 225°C
        Up to 316°C

37
-

-
55

ASTM D402

Tests on residue from distilla-
tion
Penetration at 25°C, 0.1mm

25 50 ASTM D5

Solubility in trichloroethylene 
%

99 - ASTM D2042

Drying time at 25°C 1 hour 2 hours



IZOPRIMER D-41
Cold applied fast drying primer for general purpose
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DISCLAIMER
While the company guarantees its products against 
defective materials, the use and application of these 
products are made without guarantee since the 
conditions of their application are beyond its control. 
It is recommended to verify with the company that 
the product is suitable for the intended use, and that 
this Data Sheet version is the latest one. The company 
may modify it without prior notice. Technical 
characteristics are listed for guidance only. For more 
information, please contact the company’s office in 
your location.

NOTE
The above shown technical data are results obtained 
in laboratory and extra data can be provided upon 
request. 
The information included on this Technical Data 
Sheet is the sole property of Saint-Gobain Middle 
East Holding SAL. The unauthorized disclosure, use, 
dissemination or copying (either whole or partial) 
of this data sheet or any information it contains, is 
prohibited and subject to legal pursuit.



IZOFLEX 7000
Flexible high performance cement-based waterproof coating

GENERAL DESCRIPTION
IZOFLEX 7000 is a two components, highly flexible 
polymer modified cementitious waterproofing 
coating that requires only mixing to form the ideal 
waterproofing surface. Component A is a mortar 
based on mixture of cement, sand, additives. Once 
applied and cured IZOFLEX 7000 provide non toxic, 
highly flexible and waterproof coating with a very 
high adhesion on the common substrates used in 
construction such as concrete,  natural and artificial 
stone, bricks, concrete blocks, etc. The adhesion and 
sealing qualities are outstanding. Therefore, it can be 
used for positive or negative hydrostatic pressures.
The material prevents reinforcements from corrosion.
   
ADVANTAGES
•	 Easily to apply by brush, roller, or by spray or 

trowel. It resists UV radiation
•	 Provides a fully-flexible coating which ensures 

complete waterproofing even in the most severe 
conditions, as high negative hydrostatic pressure.

•	 A fully cured membrane of 1 to 2mm thickness 
is vapor permeable and allows the substrates to 
breath.

•	 Excellent protection for concrete, being a CO2 
and chloride (Cl-) barrier and thereby preventing 
carbonation and electrochemical corrosion.

•	 Resists the negative hydrostatic pressure from 
ground water when it is used in underground 
interior applications.

•	 Environmentally friendly, long lasting compared 
to other coating, avoiding maintenance cost.

•	 Non toxic and chloride free, suitable for contact 
with potable water.

•	 Bonding well to damp substrated without prim-
ing.

•	 Excellent bonding strength of porous and 
non-porous surface.

SCOPE OF USE 
IZOFLEX 7000 is used for waterproofing of water 
containment structures, exterior basements, wall, 
balconies, kitchen, bathrooms, under tuile floors, 
ground, sewage treatment plants, swimming pools, 
foundations, water tank, exposed and decoupled 
roofs, sealing and backing to marble, granite and 
stone cladding to prevent water ingress, to protect 
from carbonation and chloride attack, etc.

MIXING
IZOFLEX 7000 having two components part A 

waterproof powder and part B liquid acrylic co-poly-
mers both products can  be mixed at the job site.
•	 Pour the entire liquid polymer component into 

a clean container and add powder component 
gradually while mixing with a low speed mixing 
with the speed of 400-600 rpm stirrer until a 
lump free mass is achieved.

•	 Minimum 2-3 minutes are required for stirrer until 
a uniform consistency is achieved.

•	 Do not add water and keep liquid/powder ratio 
as the package supplied.

•	 Depending on existing temperature and relative 
humidity, pot life expected will be between 30 
minutes and 1 hour

CONSUMPTION
Per layer, achieving IZOFLEX 7000 is applied in two 
layers of approximately of 1.0 to 1.5kg/m2 consump-
tion depends on porosity and texture of the total 
consumption of 2.0-3.0kg/m2 surface, a preliminary 
test on site is recommended to determine consump-
tion exactly.

APPLICATION
IZOFLEX 7000 is suitable for smooth concrete, 
screed, asphalt, plaster, gypsum board and masonry 
surface etc.
it can be applied by a soft brush, roller and spray or 
by trowel when smooth finish is required.
•	 Minimum two coats are recommended, the peri-

od of re-coating interval is after the first coat is 
completely dry.

•	 The second coat must be applied perpendicular 
to the first coat, to achieve complete waterproof-
ing.

•	 For large area IZOFLEX 7000 can be also 
sprayed, being the recommended nozzle size 
of 3-4mm and spraying pressure between 3.5 
and 5.0 bars. When sprayed, it is recommended 
to finish the fresh layer with a broom in order 
to make sure that the whole surface is covered 
completely.

•	 Minimum two coats are recommended, the 
period of re-coating interval after first coat are 
completely dried.

•	 The second coat must be applied perpendicular 
to the first coat, to be achieving complete water-
proofing.

•	 For concrete joints and cracks have been re-
paired and sealed. IZOFLEX 7000 will be ap-
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plied with a fiber mesh 40-60g/m2, place the 
mesh on the first layer of IZOFLEX 7000

CLEANING
All the tools must be cleaned with water after use. 
Once it cures, material can only be removed by me-
chanical methods.

IMPORTANT INDICATIONS
•	 Do not add water, sand, cement, additives or any 

other component that may lead to damage of 
the product quality

•	 Do not apply on dusty, frozen surfaces
•	 Do not apply on humid area or during bad 

weather like possibility of raining
•	 Do not apply on surface which is not specified in 

this technical data sheet, or consult our technical 
department. 
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IZOFLEX 7000
Flexible high performance cement-based waterproof coating

SHELF LIFE
Powder component: approx 12 months
Liquid component: approx 12 months

HEALTH AND SAFETY
Toxicity: non toxic and odorless
Flammability: its completely water-based non flam-
mable when wet. the cured membrane film will not 
be burned and also its not a fire hazard.
Skin contact: Avoid contact with skin and eyes. In 
case of contact with eyes and skin wash immediately 
with tap water and soap.
Eye contact: In case of eye contact, rinse thoroughly 
with clean water but do not rub. if irritation contin-
ues consult a doctor.

TECHNICAL CHARACTERISTICS
Name of test Result Test method
Component A Powder form

Component B Milky white liquid

Color Grey/white

Density of component A 1.45

Density of component B 1.05

Mixed density of component A+B 1.65

Application temperature +5°C to 60°C

Water permeability @5bars Nil BS EN 12390

Water vapor transmission 0.02g/m2 at 28 days ASTM E 96

Adhesion to concrete 2.0N/mm2 at 28 days ASTM D 4541

Adhesion to steel panel 1.75N/mm2

Tensile strength 1.2N/mm2 ASTM D 412

Elongation at break >130% ASTM D 412

Resistance to CO2 Diffusion DcO2=0.43*10m/s
R=346m (R>50m)

Resistance to water vapor diffusion dH2O=0.131*10m/s
S=1.9m

DISCLAIMER
While the company guarantees its products against 
defective materials, the use and application of these 
products are made without guarantee since the 
conditions of their application are beyond its control. 
It is recommended to verify with the company that 
the product is suitable for the intended use, and that 

this Data Sheet version is the latest one. The company 
may modify it without prior notice. Technical 
characteristics are listed for guidance only. For more 
information, please contact the company’s office in 
your location.
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IZOFLEX 7000
Flexible high performance cement-based waterproof coating

NOTE
The above shown technical data are results obtained 
in laboratory and extra data can be provided upon 
request. 
The information included on this Technical Data 
Sheet is the sole property of Saint-Gobain Middle 
East Holding SAL. The unauthorized disclosure, use, 
dissemination or copying (either whole or partial) 
of this data sheet or any information it contains, is 
prohibited and subject to legal pursuit.







IZO RC-2
Cold applied tack base coat for pavement roads & bridges

GENERAL DESCRIPTION
IZO RC-2 is a cold applied rapid curing base coat 
composed of carefully blended bitumen and curing 
solvents.

SCOPE OF USE
•	 Bituminous based coat for roads and pavements
•	 Damproofing coating for foundation

APPLICATION METHOD
IZO RC-2 is applied to asphalt or granular surfaces 
using truck mounted spray equipment.
For damproofing application, it can be applied by 
brush, roller or Spray application.

CLEANING
•	 TOOLS: Clean with petroleum solvents.
•	 HANDS: Use a hand cleaner or solvent followed 

by soap and water.
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HEALTH AND SAFETY
Contains petroleum grads of solvent, flammable, 
keep away from open fire, spark or other ignition 
sources were protective cloths, safety shoe, gloves 
and goggles.
FIRE: Flammable when wet flash point 40°C
SKIN: Avoid repeated or prolonged skin contact 
if contact occurs remove with hand cleaner that 
removes oil and grease then clean with soap and 
water.
EYES: No special precautions required. But if eyes 
contact cause irritation, flush with clean water.

PACKAGING
Available in 200 Lit, 100 Lit

TECHNICAL CHARACTERISTICS
Properties Typical values Tolerance Test method
Reinforcement Non-woven Polyester

Cold flexibility -2°C ASTM D 5147

Maximum tensile force
(23 ± 2°C) 
     Longitudinal
     Transversal

600N/5cm (12KN/m) 
350N/5cm (7KN/m)

± 20%
± 20% 

UEAtc 2001
(ASTM D 5147)

Ultimate elongation
     Longitudinal
     Transversal

45%
45%

± 15% 
± 15% 

ASTM D 5147/UEAtc 2001

Shear resistance of joints
     Longitudinal
     Transversal

550N/5cm 
350N/5cm

± 20%
± 20% UEAtc 2001

Tear strength
     Longitudinal
     Transversal

300N 
200N

± 20%
± 20% 

ASTM D 4073

Softening point 150-160°C ASTM D36

Penetration (@25°C) 15-20dmm ASTM D5

Compound stability No flowing, no dripping 
at 121°C

ASTM D 5147

Puncture resistance
     To Static load
     To impact

L15
I20

UEAtc 2001
UEAtc 2001

Resistance to
puncture

500N ± 10% ASTM E 154



Water absorption <3.2% ASTM D 5147

Water absorption @ 
23±2°C at 24hrs 

<1% ASTM D 5147
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IZO RC-2
Cold applied tack base coat for pavement roads & bridges

DISCLAIMER
While the company guarantees its products against 
defective materials, the use and application of these 
products are made without guarantee since the 
conditions of their application are beyond its control. 
It is recommended to verify with the company that 
the product is suitable for the intended use, and that 
this Data Sheet version is the latest one. The company 
may modify it without prior notice. Technical 
characteristics are listed for guidance only. For more 
information, please contact the company’s office in 
your location.

NOTE
The above shown technical data are results obtained 
in laboratory and extra data can be provided upon 
request. 
The information included on this Technical Data 
Sheet is the sole property of Saint-Gobain Middle 
East Holding SAL. The unauthorized disclosure, use, 
dissemination or copying (either whole or partial) 
of this data sheet or any information it contains, is 
prohibited and subject to legal pursuit. 



IZOFIX 102 FC
Pre-mixed cementitious filler for fair face and fine repair

GENERAL DESCRIPTION
IZOFIX 102 FC is a one component dry pre-mixed 
polymer modified cementitious paste for fair face 
concrete repair.

SCOPE OF USE
It can be used to fill pinholes prior to over coating, 
for general repro-filling over large areas, up to 3mm 
depth and fairing coat.
To fill superficial cracks in concrete and plasters.

ADVANTAGES
•	 Ready to use
•	 Easy to use
•	 Smooth finish
•	 Excellent adhesion to concrete

APPLICATION METHOD
SURFACE PREPARATION
The substrate should be sound, clean free from any 
dust or demolding products and oils. Roughen the 
surface to remove any laitance. The surface should 
be moistened in hot weather. It should not be over-
heated or frozen.

PRODUCT PREPARATION
The paste is obtained by mixing a 20kg bag with 6 to 
7 liters of clean cool water, using a suitable mixer. The 
paste should be mixed vigorously until fully homoge-
neous. Apply the paste with a steel trowel.

Ideal application temperature is between +5°C and 
+35°C

CURING
After application, cure the exposed surface by spray-
ing cool water for 3 days or by covering with properly 
secured plastic sheeting or by using a curing com-
pound.

CLEANING
Clean tools with water immediately after use

HEALTH AND SAFETY
The product contains cement powders which, when 
mixed with water, release alkalis that could be harmful 
to the skin. It is preferable that the application be 
done in a ventilated area, and to wear protective gear 
for hands, eyes and respiratory system and to avoid 
breathing of the dust. Splashes on the skin should be 
washed away by cleaning thoroughly with soap and 
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water. In case of contact with eyes, wash thoroughly 
with clean water and seek medical attention. If 
swallowed, do not induce vomiting and seek medical 
attention. The product is non-flammable.

PACKAGING
Available in 20kg bag

STORAGE AND HANDELING
12 months after manufacturing date in original and 
non-open packaging, under cover, in dry condition, 
away from humidity, protected from extreme 
temperatures and direct sunlight.

APPLICABLE STANDARD
ASTM C 4541 – BS EN 12390 – BS EN 6319





IZOFIX 105 HD
High strength Non-shrink thick repair mortar with fiber

GENERAL DESCRIPTION
IZOFIX 105 HD is a one component ready to use 
mortar with fiber reinforcement that provides high 
strength, high adhesion properties.

SCOPE OF USE
IZOFIX 105 HD is ideal for:
•	 For repair of concrete surfaces
•	 For repair of columns, slabs & beams
•	 Reinforcing of weakened structures

ADVANTAGES
•	 Ready to use
•	 Easy to use
•	 High strength
•	 Non-shrink

APPLICATION METHOD
SURFACE PREPARATION
The surface must be free from any trace of grease or 
oil. Brush or scrape corroded steel with a metal brush, 
or sand it to remove all rust particles.
Remove damaged concrete and laitance by chipping 
with a pick or cold-chiselling to get a rough surface.
Saturate the surface with water by copiously spraying 
just before application, and if possible, 6 hours before 
application as well.

PRODUCT PREPARATION
Mix a 25kg bag of IZOFIX 105 HD with 3.5 to 4 liters 
of clean water until a smooth paste is obtained.
IZOFIX 105 HD can be applied with a trowel, spray 
machine or by pumping. IZOFIX 105 HD must be 
used within one hour from mixing depending on 
temperature and site condition.
For thickness more than 50mm, it is recommended to 
apply IZOFIX 105 HD in 2 layers. When the first coat 
is applied it must be directly roughened to increase 
bonding with the second coat.
Ideal application temperature is between +5°C and 
+35°C

CURING
After application, cure the exposed surface by 
spraying cool water for 3 days or by covering with 
properly secured plastic sheeting or by using a curing 
compound.

CLEANING
Clean tools with water immediately after use
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HEALTH AND SAFETY
The product contains cement powders which, when 
mixed with water, release alkalis that could be harmful 
to the skin. It is preferable that the application be 
done in a ventilated area, and to wear protective gear 
for hands, eyes and respiratory system and to avoid 
breathing of the dust. Splashes on the skin should be 
washed away by cleaning thoroughly with soap and 
water. In case of contact with eyes, wash thoroughly 
with clean water and seek medical attention. If 
swallowed, do not induce vomiting and seek medical 
attention. The product is non-flammable.

PACKAGING
Available in 25kg bag

STORAGE AND HANDLING
12 months after manufacturing date in original and 
non-open packaging, under cover, in dry condition, 
away from humidity, protected from extreme tem-
peratures and direct sunlight.

APPLICABLE STANDARD
ASTM C 882 – BS EN 12390 – ASTM D 642 – ASTM D 
157-93



TECHNICAL CHARACTERISTICS
Properties Typical values Tolerance Test method
Reinforcement Non-woven Polyester

Cold flexibility -2°C ASTM D 5147

Maximum tensile force
(23 ± 2°C) 
     Longitudinal
     Transversal

600N/5cm (12KN/m) 
350N/5cm (7KN/m)

± 20%
± 20% 

UEAtc 2001
(ASTM D 5147)

Ultimate elongation
     Longitudinal
     Transversal

45%
45%

± 15% 
± 15% 

ASTM D 5147/UEAtc 2001

Shear resistance of joints
     Longitudinal
     Transversal

550N/5cm 
350N/5cm

± 20%
± 20% UEAtc 2001

Tear strength
     Longitudinal
     Transversal

300N 
200N

± 20%
± 20% 

ASTM D 4073

Softening point 150-160°C ASTM D36

Penetration (@25°C) 15-20dmm ASTM D5

Compound stability No flowing, no dripping 
at 121°C

ASTM D 5147

Puncture resistance
     To Static load
     To impact

L15
I20

UEAtc 2001
UEAtc 2001

Resistance to
puncture

500N ± 10% ASTM E 154

Water absorption <3.2% ASTM D 5147

Water absorption @ 
23±2°C at 24hrs 

<1% ASTM D 5147
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IZOFIX 105 HD
High strength Non-shrink thick repair mortar with fiber

DISCLAIMER
While the company guarantees its products against 
defective materials, the use and application of these 
products are made without guarantee since the 
conditions of their application are beyond its control. 
It is recommended to verify with the company that 
the product is suitable for the intended use, and that 
this Data Sheet version is the latest one. The company 
may modify it without prior notice. Technical 
characteristics are listed for guidance only. For more 
information, please contact the company’s office in 
your location.

NOTE
The above shown technical data are results obtained 
in laboratory and extra data can be provided upon 
request. 
The information included on this Technical Data 
Sheet is the sole property of Saint-Gobain Middle 
East Holding SAL. The unauthorized disclosure, use, 
dissemination or copying (either whole or partial) 
of this data sheet or any information it contains, is 
prohibited and subject to legal pursuit. 
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