
IZOCOAT 1000
Cold applied highly flexible waterproof acrylic coating

GENERAL DESCRIPTION
IZOCOAT-1000 is a high performance cold applied 
elastomeric  acrylic based waterproof coating, based 
on selective grade of polymer, that cures into a 
tough, elastic film forming high-quality waterproofing 
seamless membrane. Highly flexible, UV resistant 
coating, which can be applied by a soft brush, roller, 
or spray.
   
SCOPE OF USE
IZOCOAT-1000 waterproofing flexible coating can 
be applied on the following substrates:
•	 Waterproofing of roof concrete / screed 
•	 Plastered surface
•	 Plywood
•	 Existing bituminous membrane
•	 Polyurethane foam part of combo system
•	 Kitchens and bathrooms

MIXING
For the  first coat IZOCOAT-1000 may be diluted up 
to 20% with clean water, greater dilution may lead 
to weaker bonding, for the second coat no need to 
dilute water just use it pure acrylic, apply two coat 
with the gap of 1 to 2 hours each at the approximate 

rate of 0.7kg/m2, make sure before the seconf coat 
applied, the first coat must be completely dry.

APPLICATION
Surfaces must be thoroughly clean, dry and free 
from moisture, dust and rust, grease, oil. It can be 
applied by either soft brush, roller or spray. A min-
imum of two coats are recommended. Recoating 
interval after first coat was completely dried.

PACKAGE
Available in 20kg and 200kg.

HEALTH AND SAFETY
Avoid prolonged contact with skin. Wear protective 
gear for hands & eyes. Splashes on the skin should 
be washed away by cleaning with soap and water. 
In case of contact with eyes, wash thoroughly with 
clean water. If swallowed, do not induce vomiting. 
In both cases seek medical attention. The product is 
non-flammable.

COLOR AND STORAGE
White and black stored in dry and shaded place.
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TECHNICAL CHARACTERISTICS
Name of test Result Test method
Solid contents. % 65+1 ASTM D 1076

Viscosity mPa.s 20000-40000 ASTM D 7867-13 

Specific gravity 1.3+0.05 ASTM D1475-16

PH 7.5-8.5 ASTM D6903-07

Application temperature 5°C to 60°C

Drying time 25°C 2-3 hours Double coat

Shelf life 1.5 year Sealed can

Coverage 1.5 to 2.0m2/kg

Tensile strength 4.8 N/mm2 ASTM D 412

Elongation, at break 400% ASTM D 412

Water vapour transmission gm/m2/hr 1.365 ASTM E 96

Cold flexibility -8 ASTM D 412

Heat stability 70°C ASTM D 412

Permeability pass ASTM E 938

Dry peel adhesion, lbs/sq.in. 72 ASTM C 297

UV resistance 2500 no color fade ASTM D 822
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DISCLAIMER
While the company guarantees its products against 
defective materials, the use and application of these 
products are made without guarantee since the 
conditions of their application are beyond its control. 
It is recommended to verify with the company that 
the product is suitable for the intended use, and that 
this Data Sheet version is the latest one. The company 
may modify it without prior notice. Technical 
characteristics are listed for guidance only. For more 
information, please contact the company’s office in 
your location.

NOTE
The above shown technical data are results obtained 
in laboratory and extra data can be provided upon 
request. 
The information included on this Technical Data 
Sheet is the sole property of Saint-Gobain Middle 
East Holding SAL. The unauthorized disclosure, use, 
dissemination or copying (either whole or partial) 
of this data sheet or any information it contains, is 
prohibited and subject to legal pursuit.


